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ABSTRACT

Thisdocumentreports status and technical progress for Los
Alamos 94-1 Research and Development projects. Updated
schedule charts are shown in the appendix.






EXECUTIVE SUMMARY

This is the fourth status report published for Los Alamos National Laboratory 94-1
Research and Development Project Support. The Department of Energy Office of
Environmental Management (DOE/EM) funds these projects in order to support the
storage or disposal of legacy plutonium and plutonium-bearing materials resulting
from weapons production throughout the DOE complex.

Descriptions and milestones for Los Alamos 94-1 Research and Development
projects are found in report LA-UR-96-991, 94-1 Research and Development Project Lead
Laboratory Support Technical Program Plan (April 1996). Figure 1 presents the work
breakdown structure for this effort. This document reports status and technical
progress for funded Los Alamos 94-1 R&D projects.

This document also serves as an end-for-year review of projects and positions the
program for FY97. The technical successes for FY96 are numerous. We begin to
apply a number of new technologies to plutonium stabilization problems. Some
important successes are as follows:

= successful testing of cryogenic crushing for a glovebox system;

= successful demonstration of salt oxidation for the effective stabilization of
pyrochemical salt residues (technology transferred to the Rocky Flats
Environmental Technology Site [RFETS]));

= installation of a hydrothermal processing reactor in the Los Alamos Plutonium
Facility (TA-55), (awaiting a readiness assessment before treatability studies can
begin);

= development of a residue-washing flow sheet for combustibles (work continuing
for FY97 to support the RFETS baseline);

= development of experimental protocol for the Shelf-Life Program with input
from the newly formed Materials Identification and Surveillance (MIS) working
group that consists of representatives from the various sites; and

= core technology activities to develop techniques for x-ray absorption near-edge
structure (XANES), extended x-ray absorption fine structure (EXAFS), and
plutonium characterization.

As the program moves forward to FY97, we expect changes in the work scope to
reflect the conclusions of the Nuclear Materials Stabilization Task Group trade
studies on combustible residues and ash residues, as well as to reflect their
conclusions on recent discoveries associated with the long-term stabilization of
impure oxide. Building on the successes of FY96, the program is well positioned to
provide solutions in these and other areas.
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Fig. 1. Work breakdown structure (WBS).
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Principal Investigator: Laura Worl

Sand, Slag, and Crucible Stabilization: High-Gradient Magnetic Separation

Task Description. Los Alamos
National Laboratory personnel will
use magnetic separation techniques to
test sand, slag, and crucible (SS&C)
residues for plutonium removal

and concentration. The goal is to
demonstrate the production of a
plutonium-concentrated stream and
a plutonium-deficient stream from
SS&C. The work described here was
funded for nine months of FY96.

SS&C residues, stored at DOE
facilities, are contaminated with
plutonium. In some cases, the residues
have 10%-20% plutonium content.
Westinghouse Hanford Company
(WHC) has 4300 kg of SS&C residues
that have been targeted for treatment
and disposal by dry processing.
Concentrating the plutonium into a
rich fraction would allow a smaller
inventory of residues to be shipped to
sites, such as the Waste Isolation Pilot
Plant, and would aid the recovery of
plutonium for long-term storage.

Status/Accomplishments.
Experimental. We obtained several
Los Alamos SS&C samples from the
storage vault. We either directly
processed the residue on the magnetic
separator or dry sieved it in order to
obtain a more uniform particle size
distribution. The sized particles
were placed into a hopper that was
fitted with a feed chute that has

an adjustable feed rate. Feed rate
through the chute is determined by a
combination of vibration amplitude

and particle size of the feed material.
The feed is deposited on the moving
belt, and the particles are passed
through the magnetic field created by
the magnetic roll. The force exerted on
the particles causes the paramagnetic
particles to remain in contact with the
belt, while the diamagnetic particles
experience a repulsive force from

the belt. The splitter bar acts as a
divider between the diamagnetic
plume coming off the belt and the
paramagnetic tails that are collected in
the catch trays beneath the belt. We
weighed the trays and emptied their
contents into sample containers.

Approximately 10 samples per
experimental run were collected. We
then removed the samples from the
glovebox line through a bagout
procedure and sent them for analysis.
Measurements of all sample activity
were obtained with gamma
spectroscopy.

The roll separator performance is
affected by several variables such as
particle size, feed rate, belt speed,
splitter plate settings, belt thickness,
and magnetic-field strength and
gradient. The magnetic-field strength,
field gradient, and belt thickness are
fixed for a given separator; and we did
not vary them in the experiments.

A uniform feed particle size is
important in eliminating particle
interference and is achieved by dry
sieving. We dry sieved the residues




with 600-pu (30-mesh) and
106-u(140-mesh) sieves. Only the
material between the two mesh sizes
was processed with the separator. The
separator feed rate is important
because too much material layered
onto the belt will not permit the
particles to experience the full
magnetic-field strength. We adjusted
the feed rate to deposit the particles
onto the belt in a relatively thin, even
layer in order to maximize separation.
For a given feed setting, the feed rate
Is dependent on particle size, with
larger particles tending to feed onto
the belt at a faster rate.

Belt speed is a variable that is also
crucial to an effective separation. The
belt speed determines the centrifugal
force experienced by the particles.
This centrifugal force counteracts the
magnetic force and allows the
diamagnetic particles to be projected
off the front of the magnetic roll. The
paramagnetic particles that stay on the
belt longer are deposited under the
magnetic roll and behind the splitter
plate. The splitter bar setting
determines how the separated
fractions of paramagnetic and
diamagnetic particles are collected in
the catch trays. We used a qualitative
method to set the splitter bar.

The variability of the feed, the feed
rate, the particle size, and the belt
speed made it difficult to have a
predetermined splitter bar setting. We
set the splitter bar position only after
the feed was already coming off the
belt and we could observe the plume.
A well-defined magnetic tail can be

observed as the material exits off the
front of the belt. We set the splitter bar
to capture this magnetic tail.

Belt thickness influences the magnetic-
field strength on the particles. The
thinner the Kevlar™ belt, the higher is
the magnetic field available to the
particles and the more effective is the
separation between paramagnetic and
diamagnetic components. Therefore,

a thicker belt will result in a decrease
in performance. The drawback to a
thinner belt is a shorter belt life. In our
studies we used a 0.005-in. Kevlar belt.

Results. We tested three SS&C
residues from the Los Alamos
inventory. The residues were
identified as follows:

* MAG-26: Residue used in
previous open gradient magnetic
separation (OGMS) tests
performed at Los Alamos;

e SSC-490: SS&C residue sized
at —-600 um and +106 um; and

e SSC-48la: higher-activity SS&C
residue sized at —-600 um and
+106 pm.

A summary of the test results during
this period appears in Table 1. The
table includes concentrations of the
feed, lean and rich streams, and a
performance metric concentration
ratio (CR), defined as the activity
fraction of the rich stream divided by
the mass fraction of the rich stream.
The higher the concentration ratio, the
better is the separation. In general,
ratios exceeding 1.5-1.7 are of practical
iImportance.



Table 1. Summary of Magnetic Separation Tests on Sand, Slag, and Crucible

Belt Feed Feed Lean Rich Concentration
RUN Speed | Rate | Concentration | Concentration | Concentration Ratio*
(rpm) | (setting) (% Pu) (% Pu) (% Pu)
30-MAG-26R 250.0 55 1.45 0.56 2.66 1.8
31-MAG-30L 150.0 55 2.65 118 3.45 13
31a-MAG-30R 280.0 55 0.53 0.55 0.05 11
32-MAG-30L 150.0 55 2.62 1.76 3.02 1.2
33-MAG-26R 120.0 55 241 1.09 2.83 1.2
34-SCC-490 100.0 55 451 2.45 15.62 35
35-SCC-490 80.0 55 4.39 1.94 7.51 17
36-SCC-490 100.0 5.0 5.27 3.93 7.32 14
37-SCC-481a 100.0 45 22.7 194 27.12 1.2

* Concentration ratio is the plutonium concentration of the rich stream divided by the plutonium

concentration of the feed stream.

We performed five magnetic
separation tests on MAG-26. These
results have been discussed in the
earlier quarterly reports. In summary,
results from this series of runs
indicated that a scalping pass at high
belt speed would remove any
nonradioactive magnetic material
present. This scalping pass was then
followed by a low-speed pass in order
to allow collection of the magnetic
contaminant in the magnetic fraction.

In runs 34-36 we examined SS&C
residue SCC-490. All three runs
included a high-speed scalping pass to
remove any magnetic mineral present.
In the scalping pass, the high-density
actinides reported to the nonmagnetic
fraction as a result of the large
centrifugal force. We then further
processed the nonmagnetic fraction at
lower belt speeds and feed rates in
order to remove the actinides from the
nonmagnetic components. We

obtained the best results in run

34 (CR = 3.5) at a belt speed of 100 rpm
and a feed rate setting of 5.5. Run 35
was processed at a lower belt speed
and Run 36 was processed at a lower
feed rate. Both of these adjustments
resulted in decreased concentration
ratios.

We obtained a richer SS&C residue
(SSC-481a) from the Los Alamos vault
in order to determine whether the roll
separator is effective on materials with
higher concentrations of plutonium.
As in previous runs, we performed a
scalping pass at 350 rpm in order to
remove any magnetic mineral present.
The lean fraction, which contained
most of the activity, was then
processed at 150Fpm. Approximately
23% of the mass and 28% of the
activity moved to the magnetic
fraction, while 69% of the mass and
59% of the activity moved to the
nonmagnetic fraction. The balance of




the material was reported as
middlings. This pass resulted in a
concentration ratio of 1.2, which is
similar to results we obtained with the
leaner residues.

Discussion and Conclusions. This
investigation is an extension of
previous work on the magnetic
separation of dry residues. In previous
investigations we showed OGMS to be
effective in isolating paramagnetic
contaminant plutonium from graphite
and SS&C residues. However, the
processing rates were relatively low

at 0.1kg/h. In order to increase
processing rates, we investigated the
use of a rare-earth magnetic roll
separator. This device is based on
permanent magnet technology, and
therefore is somewhat easier to
implement, especially in a glovebox
environment. We found residues with
strongly diamagnetic properties,
especially graphite, to be highly
separable when we used the rare-earth
roll separator. However, in those
previous investigations, SS&C
residues showed poor treatability.

In this present investigation, we
undertook a systematic approach to

address the SS&C residues. This
approach included optimizing feed
rate, belt speed, and splitter bar
position. In addition, we dry sieved
feed samples in order to provide

a more uniform particle size.
Results from this investigation are
significantly better than from
investigations performed by the
previous roll-separator on SS&C
residues. Plutonium concentrations
were enriched to greater than 15%
from feeds of 4.5%, and plutonium
concentrations as low as 0.5% were
achieved from feeds of 1.5%.

The rare-earth magnetic roll separator
is a relatively simple and inexpensive
device that is well suited for glovebox
use. It can have a processing rate

as high as 200 g/min, which is
significantly greater than the rate
achieved with other OGMS systems.
If the contaminants are physically
liberated in the feed material, which
was not the case for the SS&C residues
tested in this investigation, a high
degree of separation can be achieved.
The roll separator appears to be most
effective for particle sizes greater than
approximately 100 pm.



Pyrochemical Salts: Salt Oxidation

Principal Investigator: James McNeese

Task Description. The purpose of the
salt oxidation task is to demonstrate
treatment methods to oxidize wet or
reactive pyrochemical salts. Treatment
methods are necessary in order to
satisfy the near-term Defense Nuclear
Facilities Safety Board (DNFSB) 94-1
schedule for reducing, within

three years, the risk of potentially
unstable residues. Our objective is to
develop and transfer to Rocky Flats
Environmental Technology Site
(RFETS) process technology that will
stabilize reactive metals contained in
these pyrochemical salts and that will
prevent dangerous levels of hydrogen
gas generation during storage.

Status/Accomplishments. Los Alamos
National Laboratory researchers in
collaboration with RFETS personnel
developed a chemical oxidation
process that uses sodium carbonate

as the oxidant. This process has been
shown to be effective in stabilizing
pyrochemical salt residues.

One safety concern with unstabilized
spent pyrochemical salts is the
potential for reactive metals to be in
the salt residue. These metals can react
with water to form hydrogen; and, if
the metal is finely divided, pyrophoric
behavior is possible. The oxidation
process is based on the chemical
oxidation of reactive metals by
carbonate. The carbonate is soluble in
the pyrochemical salt matrices when
they are molten. The soluble carbonate
reacts with metallic species in the salt

and oxidizes them to the metal oxide.
This process is particularly useful in
converting alkaline and alkaline earth
metals to oxides. Actinide metals and
their chlorides are also converted to
oxides using carbonate oxidation.

The effectiveness of the stabilization
process is measured by the amount

of gas evolved from the matrix

after treatment. During the process
development effort, we measured,
before and after treatment, all the feed
salts for gas evolution. An added
benefit of the oxidation process is that
the processing sequence will remove
all the sorbed water that could be in
the matrix from extended storage.
Reducing the water level to the lowest
possible level during the oxidation
process will minimize the amount of
corrosion from salts that are stored
after treatment.

The oxidation process is a simple,
robust process that is effective for the
majority of pyrochemical salt residues
stored at RFETS and at Los Alamos.
Los Alamos personnel developed
process parameters for molten salt
extraction (MSE), electrorefining (ER),
direct oxide reduction (DOR) , and salt
strip (SS) salt residues. The process
parameters developed are specific to
the type of residue salt matrix being
treated. The amount of carbonate
added varies from 2.2 g carbonate per
gram plutonium for the MSE salts to
50 gtarbonate per kilogram of bulk
salt for the DOE salts. The amount of




carbonate required is sufficient to
oxidize all of the reactive metals to
oxide and also to convert the actinide
species (both metal and chloride) to
the oxide. This fact allows further
processing, such as salt distillation, for
the MSE, ER, and SS salts, if actinide
separation is deemed necessary. The
DOE salts would be suitable for water
dissolution of the calcium chloride
with filtration recovery of the actinide
oxide.

The developed oxidation process can
be accomplished in standard
stationary pyrochemical furnaces
(used at Los Alamos and RFETS) with
minimal changes to the furnaces. An
added benefit arising from the process
development effort is that the process
can be performed in reusable stainless
steel reaction crucibles. This factor
will greatly reduce the amount of
transuranic waste that would arise
from the use of ceramic crucibles. The
process can also be accomplished

10

easily in an 8-hghift with one run
per furnace per shift and by active
cooling of the reactor contents, if an
accelerated process is necessary.

Analysis of the gas evolved from

the feed salt samples by mass
spectroscopy shows that the gas
formed from water dissolution is
predominantly hydrogen. From

this fact, we understand that
stabilization will minimize the
amount of hydrogen that can arise
from the stored salts should they be
exposed to water. Analysis of the
gases evolved during the processing
shows concentrations above
background levels of hydrogen,
methane, carbon monoxide, and
carbon dioxide. Each of those gases
are well below levels that could cause
combustion or an explosion, and no
gas treatment is necessary before
release to the atmosphere, other than
the normal high-efficiency particulate
air (HEPA) filtration for glovebox
exhaust.



Pyrochemical Salts: Salt Distillation

Principal Investigator: Eduardo Garcia

Task Description. The salt distillation
process is designed to separate
plutonium pyrochemical salts into

a very lean fraction of the total

(<100 parts per million [ppm]
plutonium) and plutonium oxide
suitable for storage under DOE
Standard 3013. The chloride content
of the pyrochemical residues is
thereby converted into stable,
slightly contaminated salt; and the
plutonium content is separated into a
homogeneous, well-characterized,
oxide material suitable for long-term
storage.

Status/Accomplishments. During
the fourth quarter of FY96, Los
Alamos National Laboratory
personnel completed testing

using uncontaminated salts. We
disassembled the equipment and
placed it into a glovebox. Tasks
completed during this period

include nonradioactive testing

of production-scale equipment,
hardware installation, and
environment, safety, and health
(ES&H) compliance activities. We also
partially completed operator training
for testing with radioactive materials.
The activities required to complete
these tasks included completion of a
final design report, introduction of the
equipment into the glovebox,
glovebox modifications for utilities
and feedthroughs, review of the
process for compliance purposes, and
establishment of authorization for
beginning of operations.

11

Once the equipment was reassembled
in the glovebox, we tested it with
uncontaminated salt in order to
confirm that operations would
proceed as expected based on results
of tests conducted in a nonradioactive
laboratory. Results on uncontaminated
salts confirmed expected behavior and
we proceeded to test salts containing
plutonium. For the first test, we
melted 2 kgncontaminated sodium
chloride-potassium chloride salt with
50 g plutonium oxide. This feed was
then run through the process that is
now standard.

The run proceeded normally and a
dry, pourable powder was obtained as
the distillation heel. The weight of this
powder was 51.4 g. The weight gain
may be the result of residual
plutonium from the crucible or from
the stirrer used in preparing the test
salt. No chloride analysis is yet
available, so we cannot rule out
incomplete removal of the salt.
Analysis of a distillate salt sample was
very encouraging. We decided to
contain a plutonium concentration of
0.037ppm plutonium and 0.0018ppm
americium. This concentration is
almost two orders of magnitude below
the low-level waste (LLW) criterion.
Although this result is preliminary
and was not obtained with an actual
residue salt, it leaves no doubt that the
equipment is capable of producing
salts that meet the LLW criterion.




Test results have been so good that good as those of previous

we will now begin to use residue salts experiments, we can begin routine
as test feeds. If tests with residues production-scale demonstration
continue to provide results that are as processing in October 1996.

12



Pyrochemical Salts: Measurement of Moisture in Pyrochemical Salts
Principal Investigator: L. C. Baylor, Savannah River Site

Task Description. Thousands of
kilograms of plutonium-bearing
pyrochemical salts have been
designated as needing conversion

to a more stable, lower-risk form.
Personnel at Los Alamos National
Laboratory are developing technology
to stabilize reactive metals in the salts
and to minimize corrosion caused by
the presence of moisture. In situ
measurement of moisture content will
aid in control of the stabilization
process. Personnel at the Savannah
River Technology Center (SRTC) have
experience measuring moisture by
remote fiber-optic near-infrared (NIR)
spectroscopy. This experience will be
used to develop a system to perform
this measurement.

Status/Accomplishments. Savannah
River personnel will meet with Los
Alamos project leaders in mid-

13

October 1996. The results of this
meeting point to a possible redirection
of this project from working with
moisture in plutonium-containing
salts to working with moisture in
plutonium oxides. SRS principal
investigators are awaiting further
guidance before proceeding with tests
on substitutes for radioactive
materials.

The new lead/sulfur (PbS) NIR diode
array spectrophotometer did not
perform up to expectations and was
returned to the vendor for evaluation.
The vendor discovered a crack in the
detector housing and repaired it.
Return of the unit to SRS is expected
soon. The performance of this
instrument and our existing NIR
diode array spectrophotometer will be
compared on substituted materials.




Combustibles: Pyrolysis—Polycubes

Principal Investigator: Daniel J. Kathios

Task Description. To perform
criticality studies, personnel at various
sites in the nuclear weapons complex
manufactured plutonium and uranium
oxides that were cast in a polystyrene
matrix. Approximately 1600 such
polycubes in storage at Westinghouse
Hanford Company (WHC) are now a
waste that is not suitable for long-term
storage.

Pyrolysis is a pyrochemical technique
whereby a high-temperature inert
environment is used to break down
and volatilize polymeric materials. The
aim of this work is to design, test, and
implement a pyrolysis system that will
effectively destroy and remove the
polystyrene matrix, leaving the oxides
as free-flowing powders that are
suitable for either dissolution or long-
term storage.

Status/Accomplishments. Tests with
nonradioactive materials have shown
that the Los Alamos National
Laboratory pyrolysis reactor design
allows for almost 100% removal of the
polystyrene without the formation of
tars or other constituents that could
adversely affect reactor operation.
After the pyrolysis operation, we will
use an off-gas treatment technology to
oxidize the organic constituents. Los
Alamos National Laboratory
researchers will consider secondary
combustion, catalytic conversion, and
silent discharge plasma (SDP) for
treatment of the pyrolysis off-gas. The
polycube pyrolysis system will operate
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in compliance with environmental and
safety regulations and will be suitable
for glovebox operations. The pyrolysis
system must be delivered to WHC to
process the remaining inventory of
polycubes.

In the fourth quarter of FY96, Los
Alamos personnel ordered the
materials and began fabrication of the
pyrolysis units. The pyrolysis reactors
should be ready for assembly in
November 1996. In July we conducted
a project review with WHC personnel.
At that time we were directed to
develop the process for a two-furnace,
two-cube-per-furnace operation that
would have a 99% efficiency in
destroying and/or in removing
materials from the off-gas that do not
meet air quality standards. Principal
investigators and project personnel
reviewed the polycube engineering
study prepared by WHC. WHC
selected SDP as the preferred off-gas
treatment technology option.

Los Alamos released a subcontract to
Science Applications International
Corporation to provide hazards
analysis expertise. Principal
investigators developed a bounding
accident scenario for the polycube
process and a scheduled a process-
hazards analysis session was
scheduled for October 1996.

Los Alamos personnel released the
subcontract for the design of the
secondary combustion unit, and




T. K. Thompson, Inc., began the
final design of the unit. The design
and procurement specifications
are scheduled for completion

in November and December,
respectively.

Several studies were conducted on the
SDP unit to determine whether film
formation on the walls of the unit
could be inhibited while we operated
the cells at higher temperatures. The
results of these studies indicated that
the film was much less tenacious, was
harder, and could be easily removed
from the SDP walls, if the SDP cell was
operated without polystyrene feed.

Los Alamos personnel prepared a
summary of system requirements for
the WHC project authorization
request. We calculated several energy
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balances in order to investigate the
potential temperature increases when
the pyrolysis off-gas “pulse” is
oxidized in the off-gas treatment
systems. This pyrolysis off-gas “pulse”
presents significant thermal and
operating challenges for all three
treatment technologies.

Los Alamos personnel received the
catalyst for the catalytic conversion
units and also ordered and received
the construction materials for the
reactors. Fabrication was begun.
Testing of the catalytic conversion
system will begin in January 1997.

We also began assembly of the B-Line
Strut™ system for the WHC polycube
stabilization system and initiated
procurement of the control system for
the polycube stabilization system.



Principal Investigator: Charles Brown

Combustibles: Catalytic Chemical Oxidation

Task Description. The object of this
task is to demonstrate the catalytic
chemical oxidation technology,
specifically the DETOXM process
patented by Delphi Research, Inc.,
(DRI) of Albuquerque,

New Mexico. The task includes the
following major activities:

= design and configure the
demonstration unit to provide a
system ready for glovebox
installation in the Los Alamos
National Laboratory Plutonium
Facility (TA-55),

= continue to evaluate final
disposition of liquid effluent and
spent DETOX reaction solution,
and

« jnstall and test the demonstration
system on combustible plutonium
residues.

Status/Accomplishments. DRI
completed the preliminary design
report in July. This report was
included as part of a package initiating
the safety and authorization review
process at Los Alamos. Higher priority
projects at TA-55 have delayed the
safety review for the catalytic chemical
oxidation system until the first part

of FY97. Project personnel are

working with TA-55 management

to move this project to a higher
priority. A glovebox at Rocky Flats
Environmental Technology Site has
been identified as a possible backup, if
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we cannot run the demonstration at
Los Alamos by an appropriate time.

We have ordered all the equipment
and parts. Construction of the mock
glovebox at DRI has been completed.
DRI and Los Alamos personnel have
identified the needed feedthroughs
for the glovebox. We have begun
equipment installation in the mock
glovebox and have completed
assembly of the gas vent system.
Also, we have begun assembly of
the coolant system, gas supply system,
and control system.

Delivery of the tantalum-lined
reaction vessel and reflux condenser is
being delayed because of difficulty in
obtaining tantalum stock. The reason
for this delay is that the two major U.S.
companies producing tantalum stock
both closed down their tantalum mills
over the summer in order to allow
orders to accumulate. The projected
delivery date for these parts is now
October 31, 1996. As far as we know,
we can take no reasonable action to
speed up this schedule, so assembly of
the glovebox unit will be about one
month later than we originally
estimated.

We have demonstrated hydrolysis of
ferric chloride in a DETOX solution to
form iron oxide (Fe,O,). The process
involves two steps. At about 160°C,
ferric chloride hydrolyzes to the
oxychloride (FeOCI). This first step is
complete at about 190°C. The second




step is run at about 200°C. A fine
water spray (or steam) hydrolyzes

the oxychloride to form Fe,O,.
Completion of the reaction’s second
part is slow, mostly because uniformly
dispersing the very small amount of
water used at this scale is difficult.
Steam seemed the most effective
approach. Before we can complete the
engineering design, we must optimize
construction material, water or steam
addition, and heating technique.
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The final solids contain less than

1% chloride. They are crumbly,
relatively coarse, and easy to wash
and to filter, if required. We believe
that when temperature is controlled at
or below 200°C, plutonium chloride
and most other chlorides will not
hydrolyze, although we have not yet
demonstrated this parameter. It

is possible that plutonium chloride
could be washed out of the iron oxide
as a method of dispositioning the
plutonium.



Combustibles: Cryogenic Size Reduction
Principal Investigators: Timothy O. Nelson and Horacio E. Martinez

Task Description. Cryogenic grinding
at low temperature reduces materials
in size. However, some materials can
be processed at room temperature and
still meet processing requirements.

Status/Accomplishments. During

a visit to the Franklin Miller Facility

in Livingston, New York, in July,

Los Alamos National Laboratory
personnel ran some soft waste through
a Task Master™ shredder, similar to
the model on order for the Cryogenic
Size Reduction project. In doing so, we
learned several things, for example:

= Polyethylene bottles will need to be
pushed into the cutting blades.

« Blades cut better if material is not
folded.

e There was no flyback of the
material during shredding.

= Rubber gloves probably need to be
cooled in liquid nitrogen (LN.).

= Brass zipper pulls may get wedged
between the blades, so a switch on
the machine should be adjusted so
as to turn the current limiting
down. The zipper itself should run
through the shredder.

e The Task Master shredder can be
ordered with small cutters on one
side and large cutters on the other,
and a sizing mesh can be ordered
so that larger material will be
pulled around the outside of the
blades and be recut.
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The Task Master is a quiet machine
with little vibration. The unit ordered
will weigh about 300 Ib. It is easy to
clean. Blades cut in a scissors-type
action and wear on the inside surface,
not on the teeth. The lifetime of the
blades is estimated at 1ikear with
40-h-per-week operation. Blade wear
can be checked by the amount of
current being drawn and by the way
the material is cut up. The shredder
can be modified easily to fit into a
glovebox and will safely operate in a
glovebox with simple safety
interlocks. It appears that the shredder
we ordered will reduce the size of
material enough for it to be used on
the hydrothermal project.

The Los Alamos Photo-Video group
will make a video of the cryogrinding
equipment. The video will describe the
LN, introduction system and the filter
shredder, cryo compactor, and low-
speed shredder. We have reviewed the
script for technical content, and
filming will begin as soon as the
shredder is delivered in October 1996.

We have begun plans for modification
of the shredder. The cutter housing
inside the glovebox and the gearbox
and motor outside the glovebox will
be connected through the glovebox
wall by means of a drive shaft and a
rotating seal. We will determine the
exact configuration when we locate a
glovebox to house the grinding
system. We will run typical soft wastes
through the shredder and perform



particle-size analysis. The shredded hydrothermal team to see whether a
material will then be given to the sizing mesh will be required.
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Combustibles: Washing

Principal Investigators: Norman C. Schroeder and Moses Attrep

Task Description. The objectives of
this task are (1) to test a proposed
process flow sheet for a process
designed to remove organics (cutting
oil), solvents (carbon tetrachloride
[CCI,]), and finely divided plutonium
from combustible residues and (2) to
stabilize the plutonium. The project
is divided into two portions:
working with nonradioactive

cerium substituted materials and
experimenting with plutonium-
containing materials. Presently, the
focus of this task is to demonstrate
desorption and plutonium
stabilization unit operations.

Status/Accomplishments. Additional
work was done with nonradioactive
wet combustible material at Rocky
Flats Environmental Technology Site.
We documented the behavior of
cerium metal in a variety of cases. We
conducted 10 experiments in order to
investigate the oxidation of cerium
metal turnings that have been coated
with cutting oil. The cutting oil was

a 50/50 mixture of Texaco Transultrex
A and H cutting oils. We conducted
experiments using a GlasCol

2-L reactor, open beakers on a hot
plate, and a Parr reactor. These
experiments provided useful data and
developed the techniques needed for
the subsequent plutonium metal
oxidation experiments.
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We have found the following:

= QOil-coated cerium can be oxidized
with water at atmospheric
pressure, but the reaction
proceeds slowly.

= Oxidation of oil-coated cerium is
enhanced in a pressurized system
(Parr reactor) because the
operating temperature is higher
and the partial pressure of water
(the oxidant) is higher. However,
the oxidation rate may be too slow
to convert the quantities of metal
required in the allocated time of
1-1.5 h. Hence, we searched for
agents that would enhance the
process.

e Sulfamic acid enhances the
oxidation rate of oil-coated cerium
metal to its oxides more than
hydrogen peroxide does.

e The amount of oil-coated cerium
oxidized in the presence of
sulfamic acid seems to be
relatively independent of the
amount of added 1 M sulfamic
acid. The exact role of sulfamic
acid is unclear at present. The
amount of sulfamic acid added to
the quantities of cerium metal are
substoichiometric.

e Within 2 h, up to 4 g of oil-coated
cerium metal can, in the presence
of sulfamic acid, be converted to
oxides.




We have determined that water-
saturated material (no free water) is
approximately a 1:1 (volume to
weight) of water to material. This
information is important if complete
wetting of the sample is required,
especially if sulfamic acid must come
in contact with the metal pieces.

Plans and activities are continuing for
installation of the Parr reactor in the
glovebox in the Alpha Facility at the
Los Alamos National Laboratory
Radiochemistry Site (TA-48). We
anticipate the delivery of the Parr
reactor for the glovebox in October.
Final preparations of the glovebox and
safety assessment are continuing while
we await delivery of the reactor.
Plutonium turnings are expected to be
delivered in early October 1996.

We will conduct a few additional
experiments that use the sulfamic acid
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system. We will determine the
following:

« whether sulfamic acid has to be in
direct contact with the metal in
order to enhance the oxidation;

« what effect the sulfamic acid has
on the cerium and the resulting
oxidation of the metal;

= what effect the presence of carbon
tetrachloride has on the sulfamic
acid system; and

= what limiting amount of sulfamic
acid is needed to effect rapid
oxidation.

In early 1997 we will be completing
plans for installing the Parr reactor
and designing experiments for

plutonium oxidation in this reactor.



Combustibles: Hydrothermal Oxidation

Principal Investigators: Laura Worl and Steven Buelow

Task Description. Hydrothermal
processing provides high destruction
and removal efficiencies for a wide
variety of organic and hazardous
substances. Such substances are
aqueous/organic mixtures, pure
organic liquids, or contaminated
combustible solids (including ion-
exchange resins, plastic filters, and
cellulosic rags). For all of these
substances, hydrothermal processing
removes most of the organic and
nitrate components (>99.999%) and
facilitates collection and separation of
the actinides.

A discussion of a general process flow
diagram appears in the first quarterly
report of this project in FY96.1

In general, at temperatures above
500°C, reactions for organic
destruction are rapid, and greater
than 99% conversion can be achieved
in seconds. The reactions are carried
out entirely in an enclosed pressure
vessel and in dilute concentration so
that the reaction heat is absorbed by
the water and the temperature can be
maintained at any desired level,
typically in the 400°C-550°C range.

Status/Accomplishments. During the
fourth quarter of FY96, Los Alamos
National Laboratory researchers
continued the study of reactions and
the treatment of a wide variety of
organic wastes using nonradioactive
surrogates. We also installed the
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hydrothermal processing equipment
in a glovebox.

In order to check the hydrothermal
process unit and to train personnel for
its operation, we conducted testing
using nonradioactive organic mixtures
similar to those found in the Los
Alamos Plutonium Facility. The
following three nonradioactive
organic feeds were processed:

= hydraulic oil;
= Dowex 50Wx8™ resin; and

= a mixture of tributyl phosphate
(TBP), 1,1,1-trichloroethane (TCE),
and vacuum-pump oil (VPO).

The resin mixture consisted of
43.6%fesin, 2.0% carboxymethyl
cellulose sodium salt (CMC), and
54.4%Water by weight. The
TBP/TCE/VPO mixture was

made up of 5%tributyl phosphate,
5%10]1,1-trichloroethane, 90%WVacuum-
pump oil, and a trace amount of
cerous nitrate.

We performed the experiments at
temperatures between 520°C and
540°C and at pressures between
6200plounds per square inch (psi) and
6700[psi. The residence time in the
reactor was approximately 2min. We
reacted the organic mixtures with
30it% hydrogen peroxide. The total
organic carbon (TOC) concentrations
at the inlet of the pressure vessels
were 22000ppm for the hydraulic oil,




35000ppm for the resin mix and
35000ppm for the TBP/TCE/VPO
mixture. The organic feed flow rates
for the different organic feeds were
0.6mL/min, 3.0mL/min, and
1.0mL/min, respectively.

We processed the hydraulic oil and
the resin mixture at 520°C and 540°C,
and the effluent TOC concentrations
were below 10pppm. The TBP/TCE/
VPO mixture was processed at 520°C,
and the effluent TOC concentration
was below 75ppm. The effluent flow
was about 20g¥'min, with pH values
of 2.4, 0.7, and 1.5 for hydraulic oil,
resin mixture, and TBP/TCE/VPO
mixture, respectively. The effluents
were acidic because of the presence
of sulfuric acid, hydrochloric acid,
and/or phosphoric acid caused by
reaction of the organic mixtures. In the
most corrosive reaction effluent, the
concentration of titanium caused by
the corrosion of the pressure vessel
liner was below 0.2pjpm. Assuming
uniform titanium-liner corrosion and
continuous operation, the titanium
concentration in the effluent leads

us to predict that the liner will last

42 years.

After completing tests with
nonradioactive materials, we
disassembled the hydrothermal unit,
transported it to TA-55, and installed
it in a plutonium glovebox. The
process unit is designed to be broken
down into small component units that
can fit through the window opening of
a glovebox. The installation involved
more than 20téchnical personnel,
DOE auditors, and observers. Los
Alamos personnel videotaped the
installation of the reactor into the
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glovebox so that we can review the
process. To provide additional
operator protection during operation
of the hydrothermal unit, we
designed, fabricated, and installed a
Lexan™ shield enclosure for the
reactor and heat-exchanger sections
of the process unit. The hydrothermal
unit was then pressure-tested and
operated with water at room
temperature. We did final testing

of the unit using 30Wwt%hlydrogen
peroxide and operating at 540°C and
6500pk5i.

We revised the design and operation
information for the hydrothermal unit
to reflect equipment and operation
modifications. The authorization basis
was issued for the process, and the
readiness assessment (RA) was
initiated. This level of review includes
DOE participation. We will begin final
testing of the unit, using radioactive
materials, after the RA is completed.

A conceptual design for the

full-scale unit was initiated along

with design and testing of slurry
pumps. Slurries of cryogenically
ground polypropylene filters, paper,
plastics, and resins were prepared and
tested with various pump and piping
configurations. For the various
mixtures, we measured the flow rate
as a function of pressure, tubing
diameters, and slurry viscosity and
composition. From experiment results,
we developed a preliminary design of
the full-scale slurry pump and ordered
the necessary components. Assembly
and testing of the pump was planned
to begin in the first quarter of FY97.
Unfortunately all funding for the
project was eliminated for FY97.



We issued a final Los Alamos
unclassified release in November
1996. In this report we discuss our
FY96 progress.?
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Combustibles: Mediated Electrochemical Oxidation

Principal Investigator: Wayne Smith

Task Description. Mediated electro-
chemical oxidation (MEQO) destroys
the organic component of selected
wastes, dissolves the plutonium

for later recovery, and leaves the
remaining residue matrix in suitable
condition for compaction and
disposal. The Combustibles Trade
Study recently recommended

that personnel at Rocky Flats
Environmental Technology Site
(RFETS) discontinue the current
washing baseline and treat their
residues either by MEO alone or by
MEO in conjunction with another
treatment technology. In the latter
scenario, plutonium would be
removed from Full-Flo™ filters and
high-efficiency particulate air filters
using MEO, then the filters would

be rinsed and dried for repackaging
and ultimate disposal at the

Waste Isolation Pilot Plant. Other
combustible residues would be treated
by either catalytic chemical oxidation,
by nitric-phosphoric acid digestion, or
by an alternate washing process.

Status/Accomplishments. RFETS
and Los Alamos personnel traveled
to Pacific Northwest National
Laboratories (PNNL) to evaluate
PNNL’s capabilities in this area. We
learned that they have a pilot-scale
MEO unit available for immediate
testing and evaluation. PNNL also has
a capability to perform tests with
radioactive materials on plutonium-
contaminated Full-Flo filters obtained
from the Hanford Site. These filters
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are identical to the ones in use at
RFETS; and, because PNNL shares the
Hanford site, using these filters would
eliminate sending filters from RFETS
to another site for testing with
radioactive materials. PNNL
personnel will participate in a
development program aimed
specifically at the treatment of the
filter media. They are currently
preparing a proposal that outlines
their development plan and level of
participation on the project.

Los Alamos and RFETS personnel
had previously visited Lawrence
Livermore National Laboratory
(LLNL), where extensive work has
been done in developing MEO
technology. Researchers there also
have a pilot-scale apparatus available
for future development work. They do
not, however, have the capability for
testing with radioactive materials.
LLNL personnel have sent us a
proposal outlining their participation
in this project.

In order to meet residue treatment
commitments at RFETS, we must give
first priority in MEO development to
treating filter media. This work can be
done more expeditiously at PNNL
than at LLNL, because PNNL has a
pilot-scale apparatus ready for use, a
facility for testing with radioactive
materials, and access to plutonium-
contaminated residues identical to
those in storage at RFETS. A second
priority is to develop an MEO-based




treatment process for cellulosic
materials, such as paper and cloth
rags. This application of MEO
technology requires destruction of the
organic matrix, which has been shown
in previous work to be a very slow
process. In order to use MEO as a
stand-alone technology for treatment

26

of RFETS residues, we must find ways
to increase the kinetics of this process
and to design equipment capable of
handling wet cellulosic materials. This
is clearly a longer-term development
project than filter treatment is. This
portion of the project will be
conducted concurrently at LLNL.



Combustibles: Nitric Acid-Phosphoric Acid Oxidation of Contaminated Organics
Principal Investigator: R. A. Pierce, Savannah River Site

Task Description. The purpose of
this program is to demonstrate a
nitric acid-phosphoric acid
destruction technology that can treat
a heterogeneous waste by oxidizing
the solid and liquid organic
compounds and by immobilizing

the contaminant metals. The process
operates below 200°C and at
atmospheric pressure for most
materials and at moderate pressures
(<20 psig) for complex organics, and
the process converts hazardous
organics and organic substrates to
gases and inorganic salts. Researchers
will develop a complete, closed-loop,
engineering-scale process that
produces little or no organic residue.
The process will also isolate hazardous
and radioactive metals from solution
as an iron phosphate glass or other
phosphate-based ceramic. Of
particular interest is the use of this
process for destroying the combustible
residues at Rocky Flats Environmental
Technology Site and the %*8pPu-
contaminated job control waste at
Savannah River Site (SRS).

Status/Accomplishments. This wet-
chemical process completely oxidizes
solid organic waste materials and
immobilizes the resulting solution.
The process can also be used to
remediate other types of organic
liguids and ion-exchange resins. The
basis for the process stems from
extensive studies conducted at SRS.
The process uses nitric acid in a
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concentrated phosphoric acid
medium; nitric acid is the main
oxidant for the organic compounds.
Phosphoric acid allows nitric acid to
be retained in solution at atmospheric
pressure well above its normal boiling
point.

The process contains three distinct
parts: organic oxidation, acid recycle,
and metal stabilization. The oxidation
step uses nitric acid (HNO,) in a
concentrated phosphoric acid media
as the main oxidant for the organic
compounds. The nitric acid products
from the oxidation, nitrogen dioxide
(NO,) and nitric oxide (NO), can be
regenerated in an acid recovery
system that uses air and water. The
net oxidizer for the process would
then involve using oxygen from the
air added to the acid recovery system.
Other oxidation byproducts, such as
hydrochloric acid (HCI) (a byproduct
of polyvinyl chloride [PVC] oxidation)
must be removed from the off-gas
stream. The oxidation of the waste to
gaseous products leaves all hazardous
ions in solution.

Once oxidation is complete, the
phosphoric acid stream becomes

the primary feed stream for
immobilizing the hazardous

ions in an iron phosphate glass.
Researchers at SRS have shown that
the phosphonic acid stream can be
immobilized by adding iron oxide,
followed by heating to 1050°C-1150°C.




Progress was made in three areas,
with information learned in each area
providing data for key FY97 tasks.
Progress was made in

= testing the acid recycle system,

= developing an in situ monitoring
technique for nitric acid, and

= developing a final form for
plutonium-bearing phosphoric
acid streams.

Acid Recycle Testing

Discussion. Because of the likely
throughput requirements for the
glovebox-scale units, SRS personnel
judged that the most appropriate acid
recycle approach involves using
hydrogen peroxide (H,0,) absorption.
Calculations of the maximum
theoretical nitric acid concentration
expected for absorption of NO, using
hydrogen peroxide indicated that high
nitric acid concentrations could be
obtained by using a solution with

30% hydrogen peroxide. Using the
equation

2NO, + H,0, — 2HNO,

researchers determined that a
maximum concentration of 61.3 wt%
could be obtained with 30% H,O,
(approximately 13.3M) and 78.7 wt%
with 50% H,O, (approximately
18.1M1). These calculations do not
account for any acid formation that
may occur because of NO, absorption
by the remaining water in the
hydrogen peroxide solution.

It is important to note that the
presence of NO gas in the stream
reduces the maximum theoretical
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concentration. The reaction of NO
with H,0, is as follows:

2NO + 3H,0, — 2HNO, +2H,0

Not only is peroxide-use efficiency
reduced, but also a dilution effect
occurs from the water in the reaction
products. This reaction of NO with
H,O,, which reduces concentration
and adds water, yields theoretical
maximum acid concentrations of
47\wt% for 30% H ,0, and 60.8 wt%
for 50% H,0,.

Results. Researchers ran a set of tests
in order to look at varying conditions
for the acid recycle system. The results
from these efforts confirm the
importance of converting NO to NO,
by introducing air or oxygen (O,), as

2NO + 0, - 2NO,

Experimental data show some
consistency with the above
calculations. When mixing of NO with
air occurs with residence times of one
minute, high conversion rates are
achieved. When residence times are
reduced to 30 s, a small reduction in
yield occurs. When NO is not
converted to NO,, peroxide-use
efficiency drops dramatically. The
data obtained for 30% H,O, are
represented in Table 2.

These tests will help optimize the
system for use in either a glovebox or
a pilot-scale operation. Future work
should evaluate 50% hydrogen
peroxide instead of 30%, study larger
air fractions, and evaluate longer
residence times. These changes will
produce higher acid concentration for
the process and result in smaller
secondary waste volumes.



Table 2. Experimental Data for 30% H,O,

Residence Oxidant O,;NO Ratio | Observed | Theoretical HNGO,
Time for NO HNGQO, (M)
(s) (M)
30 Oxygen 1.2 12.9 13.3
30 Alr 1.2 11.3 13.3
60 Air 1.2 12.6 13.3
60 Oxygen 1.2 13.1 13.3
60 Air 2:2 13.3 13.3
60 Not Applicable 0 4.1 9.6

In Situ Nitric Acid Monitor

Discussion. Direct oxidant monitoring
is a capability that has yet to be
identified. Currently, only indirect
methods exist for determining oxidant
concentration in the reaction vessel.
Oxidant concentration is important
because the addition of too little
oxidant will cause the process not to
completely destroy the target organics.
Conversely, if too much oxidant is
added, the oxidant will simply
volatilize and be lost to the off-gas
system.

The only way to optimize the process
is to have a reliable method for readily
determining oxidant concentration.
While several methods exist, no
method has been identified as
preferable. SRS researchers view
spectrophotometry as the method
with the highest probability of success.

Results. Proof-in-principle studies have
been conducted using simulated
process samples. As expected, the
ultraviolet-visible absorption band for
nitric acid is clearly separated from
dissolved iron (the largest light-
absorbing metal contaminant). The
proof-in-principles result was tested in
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nonradioactive solutions, and the data
indicate that the development of

an in situ probe is possible. If it is
determined that the solution is too
corrosive for the probe, a sidestream
can be separated out and monitored.

SRS personnel have also begun
testing in order to identify the type of
probe to be used. Initial tests used a
spectrophotometer with a 3-mm path
length. This probe had the capability
of monitoring nitric acid up to
approximately 0.4M. This first probe
was replaced with a prototype probe
using a 1-mm path length that
measured up to 0.8M nitric acid.

A third generation probe will be
designed in FY97 with a 0.1-mm path
length. This third-generation probe is
expected to measure nitric acid up

to 1.5 M. Additional testing will

need to be conducted to determine
the effects of dissolved organics on
light absorption and of elevated
temperatures on the probe materials.

Final Form Testing

Discussion. The value of any organic
waste treatment process is strongly
dependent upon the ability to safely
and conveniently place any hazardous




or radioactive metals in a stable, final
waste form. The use of a phosphoric
acid matrix provides at least two

final waste forms, iron/phosphate
(Fe/P)-based glass and magnesium/
phosphate (Mg/P)-based ceramic.
The iron phosphate glass melts at
1050°C-1150°C and has the stability of
a high-level waste glass, thereby
making it valuable for immobilizing
actinide metals. The ceramic is made
at ambient temperatures and is stable
enough to pass the new Universal
Treatment Standards (UTS) for
hazardous metals. This stability makes
the ceramic valuable for immobilizing
Resource Conservation and Recovery
Act (RCRA) metals and short-lived
radioisotopes such as ¥’Cs and °°Sr.

SRS researchers have run tests on
137Cs-contaminated organics using
the iron phosphate glass and have
found the glass to be very stable.
The leachability for the primary
components of the radioactive

glass contaminated with 13’Cs

were PE10.031 g/L, Ba=0.002 g/L,
Na = 3.104 g/L, and Fe = 0.000 g/L.
Comparing this with the
environmental assessment (EA)
glass standard for borosilicate

glass is difficult because the major
components differ. However, both
glasses contain comparable amounts
of sodium. For comparison, the
allowable leachability limit for sodium
from the EA glass standard for
borosilicate glass is 13 gZL. In
addition, toxicity characteristic
leaching procedure results indicated
that the RCRA metals present did not
leach above allowable limits.

Results. SRS personnel tested a
range of glass formulations by
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varying the ferric oxide (Fe,O,)

(20 wt %—-44it%), sodium oxide
(Na,O) (Ot%—7wth), strontium
oxide (SrO) (2 wt %-3 wt %), and
phosphorus pentoxide (P,O;)
(balance). They also studied a range
of cooling times and annealing
temperatures. Thus far, it has been
found that the Fe,O, concentration
should be kept in the range

of 25%—-35% and that the

Na,O concentration should be

above 4%. Higher Na,O can be used
if the material tends to devitrify

upon cooling. The initial suggested
annealing temperature of 450°C was
found to be too low. Subsequent
testing determined that 500°C was
acceptable and that 550°C was too
high. The data obtained will be useful
in making up the glass formulation for
239py vitrification studies that are to be
conducted in FY97.

Comparable tests were conducted at
Argonne National Laboratory-East
(ANL-E) using the magnesium/
phosphate (Mg/P)-based ceramic.

In the ANL-E tests, a 20X volume
reduction of the residue was assumed
to have occurred before the residue

is immobilized. Samples of Mg/P
ceramic were produced by putting a
solution of48 wt % waste into the
ceramic binder. The ceramic is
primarily newberyite (MgHPO,-3H,0)
and has a density of 1.6g/mL.

Leachability tests were conducted, and
findings were as presented in Table 3.

In both cases, the experimental results
show final waste forms that will meet
the necessary storage requirements
without using the high temperature



associated with vitrification in a
borosilicate glass. Both waste forms

will be considered for plutonium
testing in FY97.

Table 3. Leachability Tests

Contaminant Chromium Nickel Iron Copper
(ppm) (ppm) (ppm) (ppm)
W aste 0.98 112 10.2 35.3
Concentration
Leached from MgP <0.01 0.08 0.03 0.03
UTS Limit 0.86 5 Not Applicable NZ/A
(N/A)

31




General: Modular Systems

Principal Investigators: Richard Hildner and Stanley Zygmunt

Task Description. The objective of

this project is to identify tasks within

the Rocky Flats Environmental
Technology Site (RFETS) residue
program in which modular systems
may give cost and schedule
advantages or in which these

systems may reduce uncertainties in
the application of the baseline design

approach.

Status/Accomplishments. During the

fourth quarter of FY96, Los Alamos

researchers completed the conceptual

design of a modular skid-mounted
system to unpack, sort, assay, and

repack legacy residue drums and cans

in Building 707 at RFETS. We
conservatively designed the system
for batch processing of ruptured

packages that contain loose powders

and liquids. Drums and cans are
processed as wastes. We prepared
a basis document, a flow sheet,

implementation plans, a preconceptual

design of skids, and a floor plan

layout. We deferred further planning

and documentation because of a
reduction in funds late in the year.
The draft report is scheduled for

distribution the first week in February

1997.1

Additionally, we identified an option
in which a stand-alone core capability

to unpack, sort, assay, and repack
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legacy residue drums and cans
outside Building 707 would directly
support the Residue Elimination
Project Rebaselining efforts identified
in a Rocky Flats Field Office
memorandum.? This concept is
scheduled for publication in draft
form for comments in January 1997.3
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Electrolytic Decontamination Transfer System
Principal Investigators: Timothy O. Nelson and Douglas E. Wedman

Task Description. Purpose of this task
is to electrolytically decontaminate
long-term storage inner containers to
prepare them for insertion into a
second welded container.

Status/Accomplishments. Los Alamos
National Laboratory Plutonium
Facility’s (TA-55) configuration
management approved the electrolytic
decontamination design for the
glovebox/fixture assembly.

Los Alamos personnel fabricated the
partition wall for the glovebox. The
fixture to be placed into the wall
design was completed after the final
British Nuclear Fuels Limited (BNFL)-
type can design was approved by the
DOE-EM-66 program manager. We
are currently fabricating the fixture
to exact BNFL specifications. We
completed preliminary tests with
nonradioactive materials on a similar
fixture, and these tests helped to
establish design credibility.
Researchers on the Advanced
Recovery and Integrated Extraction
System (ARIES) project approved a
formal design of the process flow.
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We chose the proper ultrafiltration
module; and we are ordering more of
these modules to be used in a variety
of tests with radioactive materials,
including the can-out project. Tests of
a backup filtering system using a
centrifuge were successful. Also, we
found that the centrifuge can be used
as a primary filtration scheme in some
specific applications of electrolytic
decontamination.

We conducted numerous sodium
sulfate electrolyte tests, including
using sodium nitrate to decontaminate
stainless steel coupons and to
decontaminate a glovebox surface.
Tests on containers will take place in
the first quarter of FY97. Sodium
sulfate offers a number of advantages
over sodium nitrate, including lower
current densities to achieve
electropolishing and lower salt
concentrations. Decontamination
results for the coupons and the
glovebox, using sodium sulfate
electrolyte, were very satisfactory.




Surveillance: Digital Radiography

Principal Investigator: David R. Horrell

Task Description. Los Alamos
National Laboratory researchers are
investigating real-time radiography
(RTR) in order to achieve optimum
resolution for observing changes in
long-term storage containers.

Status/Accomplishments. During
the fourth quarter of FY96, we
characterized the RTR system in
BuildingPF-4 of the Los Alamos
National Laboratory Plutonium
Facility. We issued a draft analysis
of the system and are currently
preparing an updated version.

Our collaborator at Savannah

River Site visited for a week of
characterization studies. From this
visit and concurrent meetings with
Los Alamos investigators, we wrote
a brief paper that covers use of the
system as-is and a modification and
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upgrade path. We performed
experiments at the Los Alamos
radiographic facility at TA-8, using a
zoom lens on the output of the image
intensifier. Results were encouraging.
We developed a preliminary
radiography procedure, which has
been approved. In late September we
used the preliminary procedure to
radiograph the first oxide container
produced by the packaging project.
We presented an overview of progress
at the Materials Identification and
Surveillance (MIS) end-of-year review
meeting. A staff member is working
on the project from Engineering
Science and Technology Division. He
was trained for unescorted access to
PF-4 and is working on becoming a
nuclear materials handler in order to
facilitate our vault work.




Surveillance: Tomography
Principal Investigator: Lynn Foster

Task Description. Researchers on this
project are investigating the use of
computerized tomography (CT) for
surveillance of stored nuclear
materials. We used computer
modeling to develop CT test objects
that were representative of items that
might be found in stored nuclear
materials containers. Two identical
test objects were constructed from
suitable substitute materials in a joint
effort between Los Alamos National
Laboratory and Savannah River Site.
Each test object contains a module for
evaluating the ability of CT to image
very dense objects, such as plutonium
metal, and modules for evaluating the
ability of dual-energy CT to identify
material density and composition. We
have developed new algorithms for
image reconstruction and data
analysis that are tailored to solve these
density and composition problems.

Status/Accomplishments. A round-
robin test plan was implemented
utilizing both national laboratory and
vendor tomography systems at Los
Alamos, Livermore, Sandia, and
Allied Signal, Inc. The round-robin
tests are still in progress at this time.
When the tests have been completed,
Los Alamos personnel will analyze
image data using the advanced
reconstruction techniques developed
for this project. The capabilities of the
different systems will be contrasted
with respect to surveillance of stored
nuclear materials. We will generate a

35

final report that contains details of the
evaluation and recommendations for
procurement of future CT systems to
be used for materials surveillance. The
projected completion date is December
1996.

We completed the experimental
demonstration of the tomographic
gamma scanner (TGS). In particular,
we studied nondestructive assay of
pyrochemical salts using the TGS.

A new algorithm for analysis of
pyrochemical salts was developed.
The new algorithm specifically
addresses the problem of small lumps
of plutonium metal that may be
present in salts in containers of
materials in the vault. When even
small lumps are present, traditional
gamma-ray assay techniques tend to
have very large negative bias in the
assay results. The new analysis
method assumes that there is a portion
of the plutonium in lumps and the
remaining fraction is in dilute form
throughout the salt matrix. We
reported details of the algorithm and
results at the 37" Annual Institute of
Nuclear Materials Management
meeting.1?

Using the TGS, we assayed 26 samples
that contained plutonium residues;
and we used the new lump-correction
algorithm to analyze the results. In

6 cases, we detected saturation
conditions. When saturation occurs,
the assay is insensitive to particle size
and the TGS results are invalid. The




corrected assay is compared with

the 414-keV assay for each of the
remaining cases in Fig. 2. The 414-keV
results are biased low by 20% as
compared with the reference values
determined by calorimetric assay. The
corrected values are essentially

unbiased (<1%). However, the
1-std-dev variation of the corrected
values averaged over the entire data
set was 10%. Most of this variation is
expected to be caused by random
variations in the counting data.

New Lump Correction Method
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Fig. 2. Results of lump corrections applied to plutonium residues in small cans.
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Surveillance: Pressure-Sensitive Devices
Principal Investigator: David R. Horrell

Task Description. Sandia National
Laboratories/New Mexico (SNL/NM)
is utilizing miniaturized hydrogen-
sensing technology that they
developed to be applied toward
plutonium surveillance efforts. The
sensor technology was developed by
SNL/NM, and research is being
extended to allow the sensor to
operate with high reliability within a
plutonium storage vessel. The system
also encompasses a power and
telemetry system designed to send the
sensor signal through a double-walled
stainless steel vessel without
penetrations.

Status/Accomplishments. Progress in
the fourth quarter of FY96 was on the
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designing the power transformer
circuit and mounting this system in a
stainless steel container. The coil has
been shown to operate successfully
through two layers of stainless steel
separated by a distance of several
millimeters. Power transfer is
adequate and 10 bits of data can be
transferred several times a minute.
Data transfer rate is limited by the
charging rate of capacitors in the
circuit. The system is currently
undergoing gamma-radiation testing
at SNL/NM to ensure component
durability. Final steps for testing of the
prototype will include calibration of
the hydrogen sensing system. Delivery
of this prototype to Los Alamos is now
scheduled for December 1996.



Surveillance: Pressure-Sensitive Devices

Principal Investigator: S. E. Nave, Savannah River Site

Task Description. Long-term storage
of nuclear materials in hermetically
sealed metal containers is an attractive
idea. However, such storage has the
weakness that the integrity of the
container could be compromised by
pressurization from the possible
evolution of hydrogen. A real-time
measure of hydrogen pressure and/or
total pressure in the container would
give an early warning of any problems
and would increase our knowledge
about chemical processes that occur in
the long-term storage environment.

This project will aid development of
fiber-optic sensors for hydrogen
detection and/or for total pressure
measurement for real-time monitoring
of the storage container environment.
The sensors will determine hydrogen
concentrations from 0.1% to 100% and
pressure from 1.5 pounds per square
inch (psi) to 36 psi, and the sensors
will be based on remote spectroscopic
and/or reflectivity measurements by
means of fiber-optic cables that enter
the storage container through robust
hermetically sealed feedthroughs.
The use of an all-optical technique
results in sensors that are immune

to electrical noise and are more
corrosion-resistant and radiation-
resistant because all construction parts
are either glass, ceramic, or simple
metal films.

Status/Accomplishments. Preliminary
design and testing of hermetic metal-
sealed, fiber-optic feedthroughs has
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been accomplished with development
of an epoxy-free feedthrough that will
withstand pressure up to 2000 psi at
ambient temperature. Personnel at
Savannah River Site (SRS) have
designed a set of experiments to
further test the ruggedness of these
fiber-optic feedthroughs. These
experiments consist of pressure/leak
testing the feedthrough at prescribed
time intervals during the process of
exposure to water-saturated air at
50°C in order to simulate corrosion by
moisture. In a parallel study during
the process of irradiation by a cobalt
gamma ray source, SRS personnel will
simulate accumulated radiation
damage in an accelerated fashion.

Work continued increasing the
sensitivity of our current thin-film
palladium hydrogen sensor. SRS
researchers eliminated the film-on-lens
geometry and replaced it with a light
pipe geometry. So far, SRS researchers
have been unsuccessful in getting

the chemically produced palladium
films to stick to the glass during
electrodeless deposition. This lack of
success, coupled with the fact that the
film needs to be kept thin in order

to realize a fast response time for

the sensor, led researchers to use
sputtering or thermal evaporation in
order to coat the substrate. Coating the
substrate is difficult to do inside a tube
with a diameter less than 1 mm, so a
new geometry was required. This
geometry consisted of a quartz fiber
with the palladium film on its exterior.



A technique has been developed to
make a coil shape out of a piece of
quartz fiber of any desired length. This
technique reduces the sensor volume
while maintaining the long path
length of the light through the fiber.
The light will make many reflections
as it travels from one end of the fiber
to the other, and the effect from
changes in reflectivity of the film will
be enhanced. A coating of palladium
was sputtered onto the fiber, but too
much light was lost at the point where
the uncoated ends of the fiber were
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epoxied into connectors. Work is
underway to overcome this problem
by extending the sputter coating to the
ends and by overcoating with a low
index of refraction organic. This
technique looks promising.

SRS personnel registered progress in
several areas. An epoxy-free technique
was developed for hermetically
sealing quartz fibers into stainless
tube feedthroughs. This hermetic
feedthrough was proof-tested to
withstand 2000 psi without leaking.



Surveillance: Metal, Oxide, Residue Shelf-Life Program
Principal Investigator: David R. Horrell

Task Description. In the Metal, Oxide,
Residue Shelf-Life Program, we are
identifying the materials that will be
placed in DOE-STD-3013 containers
for storage of at least 50 years and will
be made available for Materials
Disposition (MD). The DOE sites
supporting this project are the Rocky
Flats Environmental Technology Site
(RFETS), the Babcock & Wilcox
Hanford Company (BWHC), and the
Savannah River Site (SRS). Their
representatives have come together to
form the Materials Identification and
Surveillance (MIS) working group,
which has met several times and will
continue to meet regularly.

The working group has identified site
materials for evaluation and has
completed final draft experimental
plans and program. The group also
provides an interface between long-
term storage and MD issues. The
group will consult on sample analysis
(chemistry), elevated temperature
experiments (calcination), materials
monitored in confinement with time
(kinetics), thermal profiles for metal
and oxide, and development of
nondestructive assay (inspection and
surveillance of sealed containers).
Experimentation data will support
the DOE-STD-3013 standard for
stabilization and long-term storage.

Status/Accomplishments. For this
project, Los Alamos personnel will
characterize and analyze plutonium-
containing remnants of greater than
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50 mass % plutonium in order to
determine their suitability for storage.
Treated and untreated samples are
monitored in specially designed
storage containers in order to
determine material stability, gas
generation, gas recombination,
reaction rates, and corrosive effects.
The primary method of stabilization is
thermal heating in air to 950°C, as
required by the DOE-STD-3013. Water
is considered to have the greatest
deleterious storage effect on pure
oxide, i.e., from pressure increase.
However, impure oxides will present
issues for stabilization more complex
than simply removing the water.

Nine items of legacy plutonium
materials from Hanford Site

have arrived at Los Alamos to be
evaluated under MIS advisory. All
containers were gamma-scanned

and the special nuclear material
content was determined by
calorimetry. Hanford cans have been
radiographed and photographed and
are ready for analysis. After the MIS
advisory meeting, Los Alamos
personnel developed gas analysis
hardware for Hanford cans. We are
now testing this hardware. During the
first quarter of FY97, Los Alamos
personnel will complete penetration of
the first Hanford can. Material from
this can will be sent for analysis, and
untreated portions of material will be
captured in long-term storage for
evaluation. By the end of the first




guarter of FY97, we will complete
loss-on-ignition (LOI), particle-size,
isotopic, elemental, and water-
adsorption studies on untreated and
treated material. The goal is to start
one Hanford can a month through the
system. Material will remain under
evaluation in surveillance containers
in Los Alamos for several years.

Rocky Flats materials are scheduled to
be shipped to Los Alamos by April
1997, and the first sample should be in
the system for evaluation in May or
June 1997. These materials must be
evaluated immediately in order to
obtain information for the RFETS
British Nuclear Fuels, Limited (BNFL)
packaging program. SRS materials for
MIS are to be shipped in the summer
of 1997. The major SRS concern is for
mixed metals and oxides that require
completion of analysis for thermal
stabilization for long-term storage
before F-canyon processing is
terminated.

To date, Los Alamos and BWHC
personnel are establishing a database
that includes all the materials destined
for DOE-STD-3013 containment at the
several sites. Kinetics studies on pure
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oxide at elevated temperatures and
controlled water conditions are under
way at Los Alamos. Also, we have
begun x-ray analysis on products from
water experiments. With materials
from the Los Alamos inventory,

we have initiated analysis and
stabilization of an impure oxide and

a mixed plutonium-uranium oxide.
These materials are now awaiting
placement in the shelf-life surveillance
containers. We have almost completed
fabrication of containers for long-term
surveillance and Kkinetics studies,

and we are awaiting the delivery of
pressure transducers. Limited
glovebox or hood space is an
identified problem for which we

are seeking a solution.

We have scheduled thermal modeling
for RFETS and Los Alamos metal and
oxide. Preliminary data are available
for the metal. Thermal modeling will
continue for Los Alamos, RFETS, and
DOE complex-wide needs.

Initial studies of supercritical carbon
dioxide extraction of water from
plutonium oxide are complete. We are
investigating the method as an
alternative to LOI for impure oxides.



Surveillance: Raman Spectroscopy

Principal Investigator: S. E. Nave, Savannah River Site

Task Description. Long-term storage
of nuclear materials in hermetically
sealed metal containers is an attractive
idea. However, a weakness of such
storage is that the state of the stored
material cannot be ascertained without
opening the container and performing
destructive chemical analysis. If the
condition of the surface of the stored
material could be determined
nondestructively by a remote
technique, such as fiber-optic Raman
spectroscopy, the radioactive risk and
exposure to personnel could be greatly
reduced. Furthermore, a real-time, in
situ determination of the chemical
state of the surface of the stored
material would give an early warning
of any problems and would increase
our knowledge about chemical
processes that occur in the long-term
storage environment. This project will
result in the development of a fiber-
optic Raman spectroscopy system for
real-time, in situ monitoring of the
chemical state of the surface of the
nuclear storage material.

Status/Accomplishments. The new
miniature spectrometer and detector
for the mobile fiber-optic Raman
system have been received and are
undergoing testing. Researchers at
Savannah River Site (SRS) will achieve
greater light throughput with this
system than with their current system,
because the spectrometer will be better
matched to the F/# of the fiber-optic
cable. Vendor software that will allow
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integrating the detector with the
standard SRS data acquisition and
analysis software have been received.
Researchers are working with the
manufacturer.

The final component necessary for the
completed system is an excitation
laser. SRS still does not have a

670-nm laser, but personnel have
repaired one of the 780-nm external
cavity lasers that will deliver 500 mW
of power. Evidently, this laser was
damaged by parasitic oscillations. The
oscillations were caused by feedback
that in turn was caused by scattering
from the sample or from reflecting
surfaces in the path between the

laser and the sample. The laser
manufacturer now recommends an
optical isolator between the laser and
fiber input, and SRS researchers are
waiting for this addition. Personnel
have been doing preliminary tests
with a low-power laser, but they need
the higher-power laser in order to
determine the ultimate sensitivity of
the system. SRS personnel are also still
trying to acquire a 670-nm module to
replace the 780-nm module in a second
external cavity laser.

Progress was registered in several
areas:

= A Raman probe constructed only
of metal and glass components (no
epoxy) has been assembled and
tested. This probe was shown to
give a low background signal that



will allow observation of Raman
peaks near the laser line with
excellent signal-to-noise ratio.

The major components of a mobile
fiber-optic Raman system have
been acquired and assembled for
operation at 488 nm, 514 nm, and
780 nm.
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Integration of the manufacturer’s
software drivers for the charge-
coupled device detector into the
SRS data acquisition and
chemometric data analysis
package is almost completed.



Surveillance: Acoustic Resonance Spectroscopy
Principal Investigators: D. Kirk Veirs and Clinton Heiple

Task Description. Los Alamos
personnel are developing acoustic
resonance spectroscopy (ARS)

as a noninvasive method for
determining the gas composition and
pressure buildup in metal, oxide, and
residue storage containers. Gas
resonances are easily detected inside
an otherwise empty container. The
amplitude of the gas resonances varies
with gas pressure; and the frequency
varies with gas composition, as
predicted by acoustic resonance
theory.

Status/Accomplishments. Los Alamos
investigators have calculated the
sensitivity of ARS to detect changes in
gas composition, based on shifts in the
frequency of the gas peak by 1 Hz.
These calculations have been done for
mixtures of helium, hydrogen,

and argon. Although helium and
hydrogen are similar in mass,

the frequency shift when hydrogen

is mixed with helium is nevertheless
easily detectable. From our
calculations we can predict that

an increase of less than 0.5 torr
hydrogen in a local atmosphere

of helium (590 torr) would be
detectable. Our report summarizes

a set of experiments designed to
evaluate the feasibility of using ARS to
measure gas pressure and gas
composition inside the proposed
container.!
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In a simulation of double-containment
geometry, we have demonstrated that
gas resonances can be created and
observed in the simulated inner can
with transducers mounted on the
outside of the outer can. We used
mechanical coupling between the
two containers. Several coupling
geometries were tested, including
stainless steel cylinders, 45° stainless
steel cones, and a stainless steel thin-
walled ring. The cylinders were most
effective. Epoxying the cylinders in
place produced the best signal.

Interaction between gas and shell
resonances is a substantial problem

in signal analysis. As the driving
frequency approaches a shell
resonance, the amplitude of shell-wall
motion increases. If this motion can
be coupled to gas motion, then

the gas will be driven harder,

leading to a larger gas peak signal.
Transferring energy to the gas extracts
energy from shell motion and reduces
shell motion amplitude. We tested this
physical model numerically by
calculating the signal amplitude and
the frequency that results from the
sum of two damped, driven harmonic
oscillators interacting as described.
The similarity between calculated
results and experimental observation
suggests that the physical model

of the interaction is substantially
correct.




In the fourth quarter of FY96, we
investigated the relation between
linewidth and line positions. The
equations for calculating line positions
and linewidths contain the same
molecular parameters, and these
observables may change to provide
identical information. In order to test
the proposition that linewidths and
line positions of acoustic gas modes
are related, we conducted experiments
using mixtures of gases in a spherical
resonator. The spherical resonator
geometry minimizes gas resonance
linewidths and was chosen to
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emphasize the fundamental relations.
We calculated compositions in which
the resonate frequency of a number of
gas mixtures was the same. We
achieved gas composition by using a
pressure gauge with a resolution of

1 pound per square inch (psi); this low
resolution is shown by the fact that the
resonate peaks for each pair do not
occur in the same position. In the
following graphs, the frequencies were
shifted so that the peaks overlapped.
For gas mixtures involving only inert
gases, the observed resonances have
identical linewidths (Fig. 3).
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Fig. 3. Observed line shapes for inert gas mixtures in a spherical resonator.

45



Gas mixtures containing nitrogen and
carbon dioxide, as well as monotomic,
inert gases, were examined. The gas
compositions were chosen so that the
acoustic response of each mixture
would be at the same frequency, as
shown in Fig. 4. The gas compositions
appear in Table 4. It is clear that the
data are quite similar, yet linewidths

seem to decrease for resonances that
contain nitrogen and carbon dioxide.
In order to be confident in this effect,
the spectra need to be fit using an
appropriate theory. If the changes in
the linewidths are due to energy loss
at the surfaces, then this effect may be
magnified using a geometry with
greater surface-to-volume ratio, such
as a cylindrical cavity.
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Fig. 4. Observed line shapes for inert mixtures in a spherical resonator.



Table 4. Gas Pressures in psi for Five Compositions that Yield the Same Speed

of Sound in the Gas

He Ne Ar N, CO,
Mixture 1 0.0 41.0 0.0 0.0 0.0
Mixture 2 22.55 0.0 18.45 0.0 0.0
Mixture 3 17.2 0.0 0.0 23.8 0.0
Mixture 4 27.1 0.0 0.0 0.0 13.9
Mixture 5 23.5 0.0 0.0 8.8 8.8

We inserted the pipe section into the
storage can, glued one end of the pipe
to the storage can bottom, and then
glued a circular plate on the top end of
the pipe as a lid. The circular plate had
a 50-p filter glued onto a small hole in

order to let gas pass into the cavity
while keeping out the material in the
can. The cavity was covered with sand
in order to mimic the effect of
plutonium dioxide powder on the
cavity. The design of this advanced
cylindrical cavity is presented in Fig. 5.

50-u
filter ™

| sand

|

3.84cm

Fig. 5. Design of advanced cylindrical cavity.

The sand effectively dampens all
modes associated with the container
except those associated with the
portion of the can bottom that is
protected by the cavity. We glued
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transducers to the bottom and
acquired spectra. Figure 6 shows the
spectrum of this arrangement when
the interior of the can is filled with
40 pounds per square inch, absolute



(psia) argon. We observed a number of
small gas peaks. The frequencies of
these gas peaks were calculated using

[N,

Vz%\T E—E '

where | is the height of the cylinder; a

is the radius; c is the velocity of sound
of the gas; n, is the index for the
longitudinal waves and takes on the
valuesof 0,1, 2,3...;and a_ _ are the
values of x where the derlvatlve of the
integer Bessel function is zero.? The
calculations were done in MathCad™
and used the speed of sound in argon
at 298K(318D7€m/s).
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Fig. 6. Acoustic spectrum of a 1.5-in.-high cylindrical cavity covered with sand as
shown in Fig. 5. All observed gas resonances are predicted by the cited
equation. The sand damps out most of the container resonances in this
frequency range. All the broad features are container resonances associated
with the undamped drumhead motions on the bottom surface where the

transducers are attached.
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Gas peaks observed from 1000 Hz to
13 000 Hz were compared with the

calculated resonances. All observed

gas peaks were predicted by the
preceding equation, as shown in

Table 5.

Table 5. Gas Resonances Predicted by the Equation and Observed Resonance
Intensity

n, m n Frequency Observed Intensity
0 0 0 0.0
0 1 0 2 206.0 5V
0 2 0 3660.0 Y
1 0 0 4196.0 Y
0 0 1 45910 | —
1 1 0 47410 2.5 NV
0 3 0 50340 | -
1 2 0 5568.0 TV
1 0 1 6220.0 3V
0 7 0 6372.0 120 nV?
0 1 1 6 388.0 120 V2
1 3 0 65540 | ———
1 Z 0 7629.0 Tmv?
1 1 1 7 643.0 Tmv?
0 5 0 7687.0 2V
0 2 1 8035.0 10 nV
2 0 0 8393.0 TV
0 0 2 84060 | ——
2 1 0 8678.0 TV
1 5 0 87580 | —
0 6 0 89880 | ——
1 2 1 9 065.0 TV
2 2 0 9156.0 7V
1 0 2 9395.0 2V
2 0 1 9566.0 2.5 MV
0 3 1 9604.0 0.1nV
2 3 0 9787.0 0.5 NV
1 6 0 9919.0 0.1V
0 1 2 10 220.0 0.2 NV
0 7 0 102800 | ——
1 3 1 10 480.0 TV
2 Z 0 10540.0 0.5 N\V?
2 1 1 10550.0 0.5 NM\V?
1 1 2 11 040.0 2 NV
1 7 0 11100.0 0.5 NV
0 Z 1 111200 Y
2 5 0 113800 | —-
0 8 0 115600 | ——
2 2 1 116200 0.5 NV
2 0 2 11880.0 6 MV
1 Z 1 11890.0 TV
0 2 2 119500 4V
0 0 3 12190.0 Y
2 6 0 123000 | —
1 8 0 123000 | ——
3 0 0 12590.0 4V
0 5 1 126100 0.1nV
1 2 2 12660.0 0.5 NV
2 3 1 12 750.0 Y
3 1 0 12780.0 6 MV
1 0 3 12890.0 0.5 NV
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There were no extra peaks. We did not
observe some predicted resonances.
These resonances generally had no
longitudinal component and were
composed of higher orders of the
radial modes. Since the transducers
were located on the bottom, they
would most effectively excite and
detect longitudinal modes. The radial
modes have structure as a function of
the radius, and it would be interesting
to see whether the modes that were
not observed had nodes in the
pressure where the transducers were
located. The agreement between
observed gas peaks and predicted gas
peaks is nothing short of astounding,
considering the crudeness of the
arrangement.

It may be useful to quantitatively
examine this data. The data can be fit
using the theoretical approaches
outlined in the previously mentioned
report by Veirs, Heiple, and Baiardo.
Quantitative values for the resonant
frequencies can be compared with the
predicted frequencies. The equation
cited previously has three parameters
with some uncertainty c, I, and a.
These can be fit using the equation and
the observed frequencies. This
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procedure will yield some indication
of the accuracy of the calculated
resonances. The linewidths obtained
and their errors would also be

of interest. The effect of the can
resonances on the gas modes can be
quite large as seen in the resonance
at 6380 Hz. Does this resonance
shift or broaden because of the can
resonance? Because the signal

is so large, it would be useful for
monitoring inside doubly sealed
containers if the line position, line-
width, and intensity parameters could
be related to unperturbed values.
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Principal Investigator: John M. Berg

Core Technology: Actinide Solution Chemistry

Task Description. In this work,

Los Alamos National Laboratory
personnel seek to describe aspects
of the solution chemistry of actinide
elements in legacy residues and

in proposed residue treatment
processes. We hope to describe
these aspects well enough to guide
decisions about stabilization and
disposition and to enable efficient
optimization of treatment processes.

Plutonium residue stabilization
and treatment processes need to

be efficient and to produce a stable
product economically. Aqueous
chemical separations will be required
for primary treatment and post-
treatment following stabilization of
many residues. Our work will seek
to measure critical thermodynamic
parameters governing actinide
chemistry so that treatment and
separation processes can be
designed and optimized quickly.

Status/Accomplishments. Sample
preparation, data acquisition, and data
analysis activities on both the Pu(1V)
nitrate acid system and the Pu(VI)
chloride near-neutral system all
progressed substantially during the
fourth quarter of FY96. Los Alamos
National Laboratory Chemical Science
and Technology Division participants
prepared ~ 0.5 g of plutonyl
monocarbonate (PuO,CO,) for
characterization as a pure starting
material for Pu(V1) solution speciation
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studies. We collected extended x-ray
absorption fine structure (EXAFS)
spectra of PuO,CO, and compared
them with a model calculation, using
idealized rutherfordine analog
structure. Our conclusion at this point
is that there are some structural
differences between the two systems.
We also obtained powder x-ray
diffraction (XRD) of two plutonium
solids from solubility studies. One
solid is believed to be PuO,CO, and
matches the XRD of the rutherfordine
structure extremely well. The other
solid is similar to rutherfordine, but
has different intensity rations. Its
structure has not yet been assigned.
We have also collected EXAFS spectra
and near-infrared electronic spectra of
a series of solutions containing Pu(VI)
chloro complexes and are proceeding
with the data analysis.

Nuclear Materials Technology
Division participants prepared

and collected electronic absorption
spectra in the visible and near-infrared
regions of more than 500 additional
solution samples. The samples contain
Pu(1V) and nitrate under a range of
conditions that include the stability
regions of seven different Pu(IV)
nitrate complexes. This completed

the data-acquisition phase on this
chemical system. We are currently
analyzing those data to obtain
thermodynamic constants for
complexes at 10 ionic strengths.




Concurrently, we have begun
experiments to investigate the

effects other dissolved salts have

on the nitrate system. We have
acquired initial spectroscopic data on
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the effects of Ca?*, Na* and Cl-on the
formation of Pu(NO,) 4" complexes.
The experimental phase of this work
will continue through the third quarter
of FY97. Data analysis will proceed
concurrently.



Core Technology: Actinide Solution Chemistry
Principal Investigator: D. G. Karraker, Savannah River Site

Task Description. An attractive
process for the destruction of glovebox
waste involves oxidation by nitric acid
in a concentrated phosphoric acid
solution. After the oxidation of organic
matter, plutonium and other metal
ions will accumulate in the phosphoric
acid. This study of the chemistry

of plutonium in concentrated
phosphoric acid is aimed at
determining the properties of
plutonium phosphate solutions and
investigating methods for recovering
plutonium and recycling H,PO,.

Status/Accomplishments. Plutonium
phosphate solutions were prepared
from plutonium purified by anion
exchange and precipitated as Pu(1V)
oxalate. Plutonium oxalate was
dissolved in hot 85% (14.6 M) H,PO,.
The viscous solution would not filter
by vacuum with a medium frit
(10-5000) filter and syringe filters
dissolved in the H,PO, solution. After
solids had settled, the solution was
assayed by alpha counting as 170gV/'L.
The density of the solution was
measured as 2.80g¥'mL; the density of
85%H ,PO, is 1.689gV'mL.

The absorption spectra of dilutions of
this pink solution, measured with

a Hewlett-Packard diode array
spectrophotometer, identified the
Pu(lV) valence. The spectra of seven
dilutions established a standard curve
of absorbance as compared with the
concentration to be used for
measuring plutonium concentration.
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The pink Pu(lV) phosphate solutions
were reduced to blue Pu(lll) both by
zinc dust and ferrous sulfamate;
dilutions of the blue PuPQ, solution
were used to measure a standard
curve of absorbance as compared with
Pu(lll) concentration in 85%H ,PO,.
The blue solutions slowly oxidized
over 1-3 days to Pu(lV). Attempts to
oxidize Pu(lV) solution to Pu(VI) with
KMnO, were unsuccessful.

Bjorklund? reports precipitation of

a mixed oxalate-phosphate from
phosphoric acid. This method was
attempted on plutonium solutions that
ranged from approximately 1hhg/mL
to 17ahg/mL. The experiment was
successful only when an equal volume
of 0.9MIokalic acid was mixed with

the 17mg/mL solution. Tenfold
dilution of 17mhg/mL Pu(lV) solution
precipitated Pu(lV) phosphate as a
gelatinous solid that did not appear
useful for plutonium separation.

On the presumption that Pu(lll)
phosphate might be less soluble

than Pu(lV) phosphate, researchers
reduced 170mg/mLPu(1V) phosphate
to Pu(lll); but no precipitate formed.
The solubility of PUPO, is evidently
too high for a plutonium recovery
process.

The current objective of this work

is to find a feasible method for
separating plutonium from the
concentrated H,PO,. Both Pu(lV) and
Pu(lll) phosphates are very poorly




soluble in dilute acid,?? but their
solubility increases greatly as

H,PO, becomes more concentrated.

It is apparent that the solubility of
plutonium phosphates in concentrated

H,PO, will not limit the capacity of the

process. One proposed objective of
this study, the determination of the
solubility of plutonium in 85% H,PO,
at various temperatures, appears
experimentally very difficult and has
been postponed in favor of
determining a method for plutonium
recovery from H,PO,.

A single attempt to vacuum-distill
85%H ,PO, at pot temperatures

up to 150°C succeeded only in
producing 96%H ,PO, in the pot
(dEm722g¥'mL) and water in the
distillate (d = 0.998, neutral to litmus).
Equipment was ordered to permit
higher pot temperatures.
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Principal Investigator: David Morris

Core Technology: Chemical and Physical Interactions of Actinides with Surfaces

Task Description. Researchers

on this project are focusing on
molecular spectroscopic
characterization of the interaction
of plutonium and other actinides
with several classes of important
residues, including combustibles
(ion-exchange resins and cellulosic
materials) and incinerator ash.

Status/Accomplishments. Los Alamos
National Laboratory personnel
continue to make significant progress
on two research fronts in this project:
characterization of the influence of
concentrated nitric acid on anion-
exchange resins and characterization
of the interaction of uranyl nitrate
complexes with anion-exchange
resins. In addition, we began studies
during this reporting period on the
interaction of uranyl species with a
pure cellulosic material. Details of
these efforts are provided in this
report.

We have made a postdoctoral
fellowship offer for work on
microscopic x-ray fluorescence and
vibrational spectroscopic imaging,
with a projected starting date of
January 1997 for the new person.

We have completed the initial suite of
experiments to characterize the nature
and extent of the interaction of uranyl
nitrate solution species with the anion-
exchange sites on Dowex-11™ a
typical strong anion-exchange
material. We examined these
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interactions as a function of loading
capacity on the resin, nitric acid
concentration in the feedstock, and
extent of drying/rehydration of the
loaded resin.

Most investigations were done
using time-resolved luminescence
spectroscopy, but some work was
also done on the feedstock solutions
using UV/visible absorption
spectrophotometry. The absorption
spectra for the uranyl species
obtained as a function of nitric acid
concentration clearly show that

the spectra change in response to
increasing degrees of complexation
of uranyl by the nitrate anion.

An example of the luminescence
behavior of the uranyl nitrate/resin
system is shown in Fig. 7.

The native resin (i.e., no uranyl
loading) has a weak luminescence
signal. As the anionic uranyl species
are exchanged into the anion sites of
the resin, the resin signal becomes
guenched and the signal from the
uranyl species begins to dominate.
This phenomenon suggests the
existence of some significant degree
of electronic coupling between

the uranyl nitrate species and the
resin chromophore (most likely

the styrene ring system). Similar
behavior was noted in all nitric

acid concentrations. Existing data
comparing the time-resolved spectral
signatures from the uranyl nitrate-
loaded resins suggest that one uranyl




nitrate species-resin site pair in these
systems dominates, rather than do
multiple uranyl species or multiple

resin sites. Future work will focus on
other resin materials (e.g., Reillex™)
and plutonium nitrate species.
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Fig. 7. Luminescence behavior of the uranyl nitrate-resin system in 8 M nitric
acid. Curves are as follows, from top to bottom: 0% loading, 10% loading,
25%loading, 50% loading, 100% loading, and 8 M nitric acid without resin.

Also, we began initial studies on the
interaction of uranyl species with

a pure cellulosic material. The material
chosen, Whatman CF1™, is a long-
fibered, high-surface-area cellulose
that represents a surrogate for
processing wastes (such as paper
towels and laboratory clothing) that
make up a significant fraction of

the combustible plutonium residue
inventory in the DOE complex.

The aliphatic alcohol side chain is
oxidized to a carboxylic acid to some
extent in this material, providing

an excellent source for binding of
actinide cations.
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Our experiments have focused

on varying uranyl solution
concentrations and solution pH values
in order to look for variations in the
interactions between uranyl and the
cellulose substrate. Thus far, we have
observed unusual pH fluctuations in
the reactions between uranyl and the
cellulose. These reactions suggest
that the mode(s) of interaction is

not simple physisorption. The
luminescence spectral data suggest
that either little uranium is actually
sorbed to the material and/or that the
sorption reaction leads to quenching



the uranyl luminescence, for example,
from redox changes in
the uranium and the substrate.

We have also made significant
progress in characterization of

the influence of high nitric acid
concentrations and aging on
process ion-exchange resins. This
characterization is important for a
number of reasons. First, the aging
of the resin chemical and physical
structure is quite likely to alter

the manner and degree to which
plutonium is bound to the material.
Second, potentially unstable
(explosive) forms of the resin

may be generated after extended
exposure to the high concentrations
of nitric acid that are used in the
separation process.

As noted in previous progress
reports, the instrumentation required
to examine actual plutonium-
contaminated waste resins by optical
spectroscopic methods is currently
being assembled in the Los Alamos
National Laboratory Chemistry and
Metallurgy Research Building. In the
meantime, however, we have
undertaken a series of experiments
designed to detect any changes in the
molecular structure of the resins

as a function of extended exposure

to a graded series of nitric acid
concentrations. Thus, we have
prepared a series of Dowex-11
samples in 4 M, 8 M, and 12MHENO ..
A control sample, used as received
with chloride ions at the exchange
sites, was prepared in deionized
water. To accelerate any effects, we
stored these samples in an oven at
50°C. A variety of changes occurred in
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the Raman vibrational spectrum of
Dowex-11 that was aged under these
conditions.

Figure 8 displays the low-wave-
number (~ 550-1100 cm~?t) Raman shift
window for the artificially aged and
control samples of Dowex-11. The
samples stored in nitric acid clearly
demonstrate uptake of the nitrate ion
as observed by the appearance of the
symmetric N-O stretching band
around 1050 cm~2. All of the Raman
peaks become progressively weaker as
the acid concentration is increased,
probably because of self-absorption
effects associated with the graded
darkening of the resin upon uptake

of the nitrate anion. In the lower-
wave-number window, the acid-
concentration-dependent changes
observed for the vibrational bands are
characterized by graded depletion of
two clearly observed bands at 623€m !
and 1005€m 1,

The identification of these bands

is of primary importance for
understanding their association

with the binding of nitric acid. On one
hand, these bands may simply be
associated with the binding site, and
their graded depletion is indicative of
the extent of binding of nitrate ions.
However, it is possible that these
bands are associated with chemical
structures in the resin that are
susceptible to breakdown by exposure
to nitric acid. To test this idea, we are
manipulating a small portion of

the resin samples in an effort to
completely exchange the nitrate ions,
thereafter examining the spectra for
the extent of recovery of these bands.
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Fig. 8. Low-wave-number Raman shift window for the artificially aged (4 weeks at
50°C) and control sample of Dowex-11. Curves are as follows, from top to
bottom: control sample, 12-M nitric acid sample, 8-M nitric acid sample, and
4-Maitric acid sample.
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Core Technology: Changes in the Chemical State of Plutonium
Principal Investigators: D. Kirk Veirs and Mary Neu

Task Description. The purpose

of this work is to identify and
characterize changes in the
physiochemical state of the myriad
plutonium compounds found

in residues.

Status/Accomplishments. Four
oxidation states (11, IV, V, and VI)
of plutonium may coexist under
particular conditions. An efficient
method of determining the states
actually present in various matrices
would promote an ability to model
and predict the fate of plutonium in
process streams and in other
environments.

As a first step toward using x-ray
absorption near-edge structure
(XANES) to determine the oxidation
state of plutonium in complex
matrices, Los Alamos National
Laboratory researchers measured
the edge energies of plutonium

aquo ions. The L, XANES spectra of
plutonium are primarily determined
by the valence state and the presence
or absence of the trans dioxo moiety.
We observed a progressive shift to
higher energy with increasing valence
according to the equation:

edge energy (eV) = 18 054 + 1.68*
(oxidation state)

In addition, we observed that the
general spectral shape of the (111) and
(V) species spectra is clearly different
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from the dioxo-containing (V) and (VI)
species spectra, with the first
maximum much larger and sharper
for the (111) and (1V) spectra than for
the (V) and (V1) spectra.

Chemical speciation, as the
determinant of reactivity of
plutonium, is critical toward
understanding and predicting
chemical and physical behavior under
process and storage conditions. The
number of accessible oxidation states
for plutonium in agueous solution
(Four oxidation states [III, IV, V, and
VI] may coexist under particular
solution conditions.)! adds to the
chemical complexity of the plutonium.

XANES is a technique that may be
used to determine the oxidation state
and the local chemical environment
of elements, even at relatively low
concentrations and without requiring
extensive sample preparation that
could induce artifacts.? Establishing
edge energies and near-edge features
of known plutonium aquo species for
the different oxidation states is the
first step in determining which
oxidation states are predominant in
complex matrices, for example, at

the solution/surface interface or in
amorphous solids.® While XANES
spectra for uranium and the complete
suite of neptunium oxidation states
have been reported,*° no systematic
studies have been performed for
plutonium.




Actinide solutions that contain a
single oxidation state have been
prepared electrochemically! and
have been verified (both before

and after XANES analysis) with
ultraviolet-visible absorption
spectrum-near infrared (UV-VIS-NIR)
absorption spectroscopy. Each sample
contained more than 98% of a single
plutonium species. Similar chemical
environments around each of the
plutonium cations were produced by
preparing and studying the aquo
species. We prepared Pu*, Pu*,

and PuO,*" in 1 M HCIO,; and we
prepared PuO," in perchlorate

at pH 3 and subsequently stabilized
it for disproportionation by
adjusting the pH of the solution

to 6. Plutonium L-edge x-ray
absorption fine structure (XAFS)
spectra

< were measured in the transmission
(11, 1v, V1) or fluorescence (V)
mode;

= were calibrated by defining the
first inflection point of the K-edge
spectrum of a zirconium foil as
17999.35 eV; and

= were normalized by setting the
value of a polynomial fit through
the pre-edge region to zero and the
value of a polynomial fit through
the extended x-ray absorption fine-
structure (EXAFS) region to unity
at 18 075 eV (defined as the
ionization threshold).

The energies of the edges were
determined in two ways: (1) as the
inflection point of the edge and
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(2) as the energy of the arc tangent in
least-squares fits of the arc tangent
plus Gaussians of the XANES region.®

When valence increased, we observed
significant shifts to higher energy.

In addition, the general spectral
shape of the (I11) and (IV) species is
clearly different from the dioxo-
containing (V) and (V1) species (Fig. 9).
Specifically, the first maximum is
much larger and sharper for the (I11)
and (I1V) spectra, whereas the (V)

and (V1) spectra exhibit a prominent
shoulder on the high-energy side of
this peak. The energies of the edge
and “white line” positions are listed
in Table 6.

When the edge shifts are measured by
the second derivatives, they generally
increase as the formal oxidation state
of the absorbing metal atom increases
so that (1), (IV/V), and (VI) are easily
distinguished. We noted that while the
overall shapes of the (IV) and (V)
states allow unambiguous assignment,
their energies are quite similar. If the
trend in position reflects the charge,
this circumstance might be explained
by the increase in covalency (and
diminution of actual difference in
charge) associated with the presence
of the dioxo moiety in (V) and (VI)
states. However, when fit to an arc
tangent and 2 Gaussians (Fig. 9),
which may be more sensitive to
valence and less sensitive to the
positions and shapes of the other
features of the edge, the arc tangent
(ionization) energies do increase
progressively as the oxidation state
increases. See the following equation:



Fit = k, + k, arc tangent [k, O(x—k,)]
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when x is the x-ray energy in eV and k
is a fit parameter.

Figure 9 shows an excellent linear
correlation between the edge position
and the plutonium oxidation state
(r?=0997).

Addition of a third Gaussian to the
XANES deconvolution for the V and
VI species affected the edge position
only marginally (Table 6), and we still
conclude that higher edge position
correlates with higher oxidation state.
Therefore, the second type of fit avoids
interference from the “white line”
when one is determining the energy

of the edge.

These observations show that the
primary determinants of plutonium
XANES is the valence state and the
presence or absence of the trans dioxo
moiety, consistent with previous
uranium and neptunium XANES
studies.®® This work establishes that
XANES spectroscopy provides a rapid
and straightforward means for
determining the average valence of
plutonium in species with primarily
oxygen ligation, using a combination
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of the spectral features (111 and IV vs.
V and VI) and the calculated arc
tangent edge energy. We expect
XANES to be a useful tool in the study
of plutonium speciation, and we will
continue this effort by measuring the
XANES spectra of other series of
plutonium complexes.

The XANES calibration curve for
the aquo species of plutonium in the
I, 1V, V, and VI oxidation states
reported here is based on fitting a
limited number of data sets for each
oxidation state. The reported error in
the position of the arc tangent arises
from the error in the fit. In order to
evaluate the reproducibility of this
approach for use in determining
oxidation state, it would be useful
to compare the position of the arc
tangent using many data sets. Such
a database exists.

Plutonium sorbed onto anion-
exchange resins occurs only in the

IV oxidation state. We had collected
data from a set of 10 resins during the
March/April run. The structure of
each resin is different. The different
resin structures may affect the EXAFS
region of the spectra. These differences
will not affect the oxidation state of
the plutonium and therefore should
not affect the XANES spectra. We
collected 2 spectra for each of the

10 different resins.
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Fig. 9. (Top) Plutonium XANES spectra for the aquo (111) (1V), (V), and (V1) species.
The edge energies, as measured by the inflection point of the arc tangent part
of the fits, and the correlation with oxidation states are inset. (Bottom)
Representative combined arc tangent and Gaussian fits of the XANES for
Pu(lll) and Pu(V1), representing the spherical and dioxo ions, respectively.
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Table 6. XANES Data for Plutonium Complexes*

Sample Second Arc Arc Arc First Second Third
Derivative| Tangent | Tangent| Tangent | Gaussian | Gaussian | Gaussian

Edge Height | Width

Pu®* 18059.6 (18 055.8 0.337 0.17 18 062.8 18 069.5
+0.6 +0.007 | £0.02

Pu* 18062.7 |18 057.6 0.332 0.19 18 067.4 18 075.8
+04 +0.006 | £0.02

PuO,” 18062.1 [18059.4 0.326 0.19 18 065.5 18 071.6
+0.3 +0.003 | £0.02

PuO,” 18062.1 |18 060.2 0.327 0.15 18 065.7 18 072.1 18 099.8
+04 +0.002 | £0.01

PuO,* 18064.5 |[18060.8 0.322 0.23 18 067.9 18 075.2
+0.2 +0.003 | £0.02

PuO,* 18064.5 |[18062.0 0.318 0.20 18 067.9 18 074.6 18 104.9
+0.6 +0.004 | £0.03

*All energy positions are in eV, when the energy axis has been calibrated using the XANES edge
from zirconium foil at 17 999.35 eV. The arc tangent height, width, and edge are taken from
variables k;, k,, and k, respectively. See equation on p. 61.

The 20 spectra were fit with a
single Gaussian and an arc tangent

function. The average difference
between the 2 spectra for each of

the 10 resins was 0.03 eV, with both
positive and negative values. This
average difference indicates that no
systematic error is in the database.

from a mixture with an average
oxidation state of 4.33.

The standard deviation of the entire
data set is 0.31 eV. The increase

in the standard deviation of the entire
data set compared with the standard
deviation of differences in each

The standard deviation in these
differences is 0.18 eV and represents
the reproducibility of the method for
identical samples. The reported slope
is 1.68 eV per oxidation state, and we
assume that a mixture of oxidation
states will be represented by an arc
tangent position in an average position
for the oxidation states. Thus, a
reproducibility of 0.18 eV should
allow one to distinguish between
mixtures of oxidation states that are
different by one-third of an oxidation
state (three sigma). In other words, a
mixture with an average oxidation
state of 4 would be distinguishable
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sample may represent actual chemical
differences between samples.
However, the increase may represent
a wider data variation that arises from
changes in experimental conditions.
This standard deviation represents

an upper limit to the reproducibility
of the method. Again, using three
standard deviations, one should be
able to distinguish between mixtures
of oxidation states that are different by
a little more than half an oxidation
state.

The method, as it is described here,
relies on energy calibration from a
zirconium calibration sample with an



edge energy that is significantly
different from the edge energy of
plutonium. A plutonium metal
calibration sample with an edge
energy within a few eV of the samples
would make the approach more
robust and may increase accuracy.
Such a plutonium calibration sample
must be kept in an inert atmosphere to
ensure that surface oxidation does not
change the edge energy. We are
pursuing this approach for future
work.

We have acquired a Digital Equipment
Corporation workstation and have
loaded data analysis software. Data
analysis for XANES and EXAFS work
can be the limiting feature of these
techniques. Because of the broad
range of samples being studied,
knowledgeable staff are required to
obtain meaningful results. We are
being trained on the data analysis
software in order to more efficiently
use this approach.
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Core Technology: Actinide-Organic Interactions
Principal Investigators: Carol Burns and Steven McKee

Task Description. The objective

of this project is to explore the
interaction of plutonium and other
actinides with organic substrates. The
actinide-organic interactions task was
supported for six months beginning
in April 1996. The schedule for FY96
involved two subtasks: aqueous
actinide-organic chemistry and
organoactinide chemistry. The Los
Alamos National Laboratory team
completed the readiness review for
the operations. Unfortunately, a good
retrofit of our glovebox optics well
will require a group-level readiness
assessment before any work can be
performed in this glovebox.

Status/Accomplishments. The retrofit
of the optics well has been and
continues to be the stumbling block

in our scientific efforts. The August 30
completion date indicated on the
schedule, coupled with the recent
planned facility shutdown, has forced
the team to significantly revise the
schedule for FY97.

No effort has been made to install the
glovebox, beyond submitting

the design change package for this
action. Unfortunately, low priority

in facility and infrastructure support
has hampered scientific progress and
will continue to do so.

The team has looked at a number
of aspects of identifying residues
for combustible technology

demonstrations. We are trying to
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prepare an experimental plan that will
detail the questions that need to be
explored and the science that will be
needed to answer these questions. The
team will investigate such interactions
as solid-solid or surface contamination
and solution interactions or
complexation.

Studies associated with plutonium
residues and solid organic matrices
will focus on three types of organic
materials: plastics, filter-type
materials, and cellulose-type
materials. These studies are specific
to the task entitled “perform surface
characterization experiments of
actinide-entrained in organic
matrices,” as listed in the 94-1
Research and Development Project Lead
Laboratory Support Fiscal Year 1996
Technical Program Plan.?

The questions that we want initially to
address involve understanding the
interactions between plutonium and
the surface of materials. Is the
interaction caused by impregnation of
the plutonium residue into defects in
the matrix? Or is the interaction
caused by some adsorption
mechanism, or even some chemical
interaction; for example, by means of
surface hydroxyl species? What is the
chemical form of the plutonium—an
oxide, an oxyhydroxide, or even a
plutonium polymer? What is the
particle size of the residue, and can the
residue be chemically removed by a
simple washing step? What happens




to these interactions in the presence
of another material, such as
tributylphosphate? These are the
activities that we have begun at the
end of FY96 and that will occupy
significant time in FY97.

The lab for nonradioactive materials is
ready for personnel to prepare some
of the ligands necessary for the
organoactinide chemistry work.
Unfortunately, suitable gloveboxes in
the Los Alamos Plutonium Facility
Building PF-4 are not operational,
including the inert glovebox that has
the inert atmosphere capabilities
necessary to perform this work.
Unfortunately, the budget constraints
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of FY97 have forced the team to
forego this effort. The basic science
component that was the driving force
in the core technology program,

I. e., basic science to expand the
fundamental knowledge base of
actinide chemistry, will not be
realized.
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Core Technology: Corrosion
Principal Investigator: Darryl P. Butt

Task Description. Our objective

is to correlate the effects of individual-
grain crystallographic orientation (in
polycrystalline alloys) with localized
corrosion behavior of those grains.
Our purpose is to discern the effect of
surface structure on pitting and to
gain insight into the stochastic nature
of corrosion. Initially, we did a
thorough literature review, selected
materials (beryllium, nickel, titanium,
and stainless steel), and prepared
textured materials.

Los Alamos National Laboratory
personnel have performed preliminary
electrochemical tests on beryllium,
nickel, and stainless steel. We are
using orientation imaging microscopy
(OIM) to map, before and after
corrosion, the orientation of individual
grains in polycrystalline metal
samples. Our objective is to relate
crystallographic orientation of specific
grains to the tendency for localized
corrosion as compared with general
corrosion for those grains.

We collaborated with TexSEM
Laboratories in Provo, Utah, for the
initial work because OIM capabilities
are not currently available at Los
Alamos. Our OIM should be operable
again in January 1997.

Status/Accomplishments. Stainless
steel and beryllium are the two metals
we examined using OIM during
FY96. We wanted to determine the
experimental procedure necessary
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to permit coupling of OIM with
corrosion studies. We also examined
nickel alloys using bulk x-ray texture
analysis to determine suitability for
subsequent OIM/corrosion studies.

We examined the effect of
crystallographic orientation on
localized corrosion of 304 stainless
steel in 4.1 M HNO, + 1 M NaCl. We
observed two distinct phenomena.
First, upon initial immersion, the
material actively dissolved, resulting
in a partly faceted surface. Preliminary
study of the sharply faceted grains
suggested that the orientations

of the grain faces were similar,

being composed of the family of
{111}[planes. Second, pitting was
observed following spontaneous
passivation of the material. These
pits were sharply faceted, displaying
four-fold symmetry, and were
found only within the sharply
faceted grains. Clearly, both active
dissolution and localized corrosion
of 304 stainless steel exposed to
4.1MHNO ,#HIMNaCI display a
crystallographic nature. We plan
further study of this system.

We showed that OIM texture mapping
of stainless steel is possible even

with significant corrosion-induced
topography. An example of the ability
to relate corrosion properties to

grain orientation is in Fig. 10, which
demonstrates that pitting tends to
occur in stainless steel in grains with
{110} planes exposed to the surface




and generally avoids grains with {111}
and, to some extent, {100} surfaces
parallel to the sample surface.

OIM scans of the surface of beryllium
yielded texture maps with a high
degree of uncertainty. This effect
seems to relate to sample damage that
is localized near the surface during
sample preparation (grinding and
polishing), rather than to formation of
an oxide layer. Alternative preparation
methods are being investigated.

We performed preliminary
electrochemical studies on the effect
of texture on localized corrosion of
nickel. To determine nickel’s
suitability for detailed study, we
compared pitting susceptibilities of
three different nickel 270 samples
exposed to chloride environments.
Each sample had a different
processing history and texture.

We performed three replicate
potentiodynamic scans on each
material to accurately determine

the repassivation potential (Erp), a
measure of the pitting susceptibility.
The results of these tests suggested
that one material had a significantly
different E . Statistical analysis
confirmed that the E | of this material
was indeed different from the other
two nickel samples (confidence >99%).
So, nickel appears to be a suitable
material for study. The next step is the
design of nickel270 materials with
specifically tailored textures.

Bulk x-ray texture analysis of
nickel 200- and nickel 270-grade
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alloys indicates that various degrees
and types of texture can be induced
into nickel through readily available
processing means. We have also
demonstrated the ability to
characterize texture in nickel by
using OIM. This will permit a
systematic study in this system
through OIM/corrosion studies in
samples with controlled and
characterized textures.

In summary, in FY96 all milestones
were completed on or ahead of
schedule as follows:

= literature survey (complete);

= materials selection (phase |
complete);

= fabrication of nickel, beryllium,
and stainless steel samples
(phase | complete);

= Dbulk texture analysis (nickel
complete);

= texture mapping with OIM
(beryllium and stainless steel
phase | complete, nickel on hold);

= potentiodynamic polarization tests
(beryllium, nickel, stainless steel
complete);

= scanning reference electrode
technology (systems set up, probes
being redesigned); and

= demonstration of strong texture
effects in beryllium, nickel, and
stainless steel.
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Core Technology: Plutonium Diffusion Science
Principal Investigator: Pamela K. Benicewicz

Task Description. In this project
Los Alamos National Laboratory
researchers are seeking to measure
and to understand the diffusion of
plutonium into materials at room
temperatures and over long periods
of time.

Status/Accomplishments. In FY96 we
completed scoping studies to identify
the appropriate surface-science
techniques for determining the
diffusion coefficient of plutonium in
various metal matrices, including
stainless steel. We chose two
different techniques for the
experimental determination of these
diffusion coefficients: laser ablation
spectroscopy and time-of-flight
secondary ion mass spectrometry
(TOF SIMS).

With both of these techniques, surface
layers of metal materials that have
been exposed to plutonium are
removed, while plutonium
concentration is simultaneously
measured. With laser ablation
spectroscopy, the depth profile

is obtained by removing the layers
material with a laser. With TOF SIMS,
the layers are removed using ion beam
sputtering. The resolution of TOF
SIMS is ~ 50A, whereas the resolution
of the laser ablation spectroscopy has
yet to be determined. However, the
laser system has the advantage of
residing in the Los Alamos Plutonium
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Facility. The TOF SIMS at the Los
Alamos Chemistry and Metallurgy
Research Building can only be used to
evaluate very low radioactive-level
samples. Finding the appropriate
surface science instrumentation in a
radioactive material-handling area
was a recurring problem.

In FY96 we conducted a thorough
literature search. Table 7 contains the
self-diffusion coefficients for several
phases of plutonium and uranium,

as determined and published by

six different authors. It is clear that
both the phase of the material and

the diffusion material itself heavily
influence the diffusion coefficient.

We used values in Table 7 and a
straightforward model of the diffusion
process in order to estimate the
diffusion depths of the three different
phases of plutonium at increasing
times. As seen in Fig.LL, diffusion
depth is greatest for epsilon-phase
plutonium; and the diffusion depth
increases with increasing temperature,
as expected.

We are collecting material for
plutonium diffusion evaluation.
Samples of beryllium, uranium, and
stainless steel that have been in contact
with plutonium for known periods of
time are currently available for
analysis. We sent beryllium samples to
the Los Alamos analytical group in
May for analysis, and we are awaiting
the results.



Milestones in FY97 include initial
sample analysis using TOF SIMS,
optimization of the depth-profiling
technique using the laser ablation
system, initial sample analysis using
laser ablation spectroscopy, and an
interim comparison of the results

obtained by the two sample-analysis
techniques. We plan a university
collaboration whereby the plutonium
diffusion process will be modeled in
an in-depth manner. We will compare
predicted results obtained with the
initial model with the experimental

results.

Table 7. Variations of Diffusion Coefficient (D) with Phase of the Metal

Host Atom Phase D, E D@ 300K
(cm?s™) (Kcal mol') | (cm?s™)
Pu Pu y 21x10° 16.7 1.4 x 1077
Pu Pu 5 45x% 107 23.8 2.1x 1072
Pu Pu £ 2.0 x 1072 18.5 6.7 x 107
U U o 2.0x 107 40.0 1.4 x 1073
U U B 2.8x 107 44.2 1.8 x 10°%
U U y 2.3x10° 28.5 4.0 x 107
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Core Technology: Nondestructive Assay
Principal Investigator: Teresa Cremers

Task Description. As a plutonium
metal sample oxidizes, alpha particles
from the plutonium interact with
oxygen nuclei to produce random
(alpha-n) neutrons. These (alpha-n)
neutrons increase the emitted neutron
rate of the sample, and this change
should be detectable using state-of-
the-art neutron counting methods.
Neutron counting methods, if they

can be shown to be sensitive enough,
should be ideally suited to this
application because they are rapid

and noninvasive. In addition, the same
data collected for sample screening can
also be reduced to a plutonium mass
assay that can be used for material
accountability.

Early in this project, Los Alamos
National Laboratory researchers
performed sensitivity calculations
that showed that a high-efficiency
neutron multiplicity counter may be
able to detect as little as 1-2 g of
plutonium oxide in the presence of
2000 g of metal. This sensitivity
assumes reproducible sample
positioning and a low, stable ambient
neutron background. Measurements
made in an actual plant environment
could be considerably less sensitive if
the neutron background and sample
positioning cannot be well controlled.
The purpose of this study was to
investigate the sensitivity of neutron
counting for this application in a real
plant environment.
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Status/Accomplishments. Two metal
samples, each containing ~2kg of
plutonium metal, were selected and
measured with the in-plant neutron
multiplicity counter (NMC) in the

Los Alamos National Laboratory
Plutonium Facility. This instrument
has an efficiency of ~64%. Initial
measurements indicated that the
samples consisted of several pieces

of metal. We made this assumption
from the fluctuations in the measured
total neutron emission when the
sample was disturbed. If a sample

Is in pieces and these pieces are free

to move in the can, their redistribution
will change the neutron self-
multiplication and, thus, the total
neutron rate. The fluctuations from
measurement to measurement initially
observed with the multiplicity counter
were too large to be accounted for by
changes in background, counting
statistics, or electronic fluctuations. At
this juncture, we opened the samples
and observed them to indeed be in
pieces.

We measured the cleaned metals

in the in-plant NMC. Then we
reopened and brushed the samples.
For each sample, the oxide removed
by brushing was combined with the
earlier-produced oxide, so as to total
5 g of oxide. We then returned this
5@ito the sample and measured

the sample at least twice in the
multiplicity counter. Between each
measurement, the samples were




removed from the instrument and
deliberately disturbed in order to
redistribute the metal in its container.
We measured the neutron background
before we measured the samples and
repeated the process if we had reason
to believe the room background may
have changed. In addition, a pure
plutonium oxide standard was
measured in order to check instrument
stability. Twice more we repeated

the procedure of adding oxide and
measuring the samples with the
multiplicity counter. Additions totaled
10gland 20 g of oxide, respectively.

The data demonstrated that detection
of oxidation in plutonium metal by
neutron methods is possible for a
single-piece metal sample. Neutron
counting can be used to detect
oxidation when about 1% of the
plutonium is in oxide form. If the
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metal sample is in several pieces that
are free to redistribute themselves in
the container, the sample’s neutron
counting characteristics change and
mask the effect of oxidation on the
neutron emission rates. In the case
of a multiple-piece metal sample,
known concentrations of impurities
can be used to correct the neutron
emission rates in order to achieve

a 1% detection limit.

A detection limit of 1% for a

1-kg metal sample represents about
10gl of plutonium oxide. This amount
of weight change is easily measured
with an analytical balance. Thus,
monitoring plutonium metal

samples for oxidation is more easily
accomplished by gravimetric methods
than by monitoring neutron count
rates.



Core Technology: Separations—Polymer Filtration
Principal Investigators: Gordon Jarvinen and Barbara F. Smith

Task Description. The polymer

filtration process will remove actinides

to very low levels from solutions

produced by stabilization operations.

This process is performed in order to
meet site-specific liquid discharge
requirements.

Status/Accomplishments. Having
completed the assembly of the laser
fluorescence equipment, Los Alamos
National Laboratory researchers
are ready to evaluate the linear
polyethyleneimine polymers we
have prepared. This will allow us
to do comparison studies with

two of the commercially available
polyamines. We have prepared
potassium bromide thin films of
our polymers with different metal
loadings of europium.
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We did a bench-scale optimization
study on the synthesis of our

very best polymer for plutonium
and americium binding in

order to improve the level of
functionalization, to reduce the
synthetic steps to make the synthesis
amenable to pilot-scale synthesis,
and to reduce the cost of synthesis.
We were able to do all this and

get a final product that had an
even higher binding constant for
americium/plutonium than we
had been able to achieve in the
beginning. We took the optimized
procedure and then scaled it to a
1-kgbatch. The material is ready
for testing on real waste waters.




Core Technology: Separations—Polymer Foams
Principal Investigators: Gordon Jarvinen and Betty S. Jorgensen

Task Description. Los Alamos
National Laboratory researchers

are investigating polymer foams

for use in recovery of radioactive
species from waste streams. An
investigation into the structural and
flow characteristics of foams shows
that they have properties superior

to resin beads. Foam columns were
prepared from chloromethylstyrene/
styrene copolymers and sealed

into glass ion-exchange columns.

We prepared the foams using
several different techniques and
compositions. Cell sizes of the foam
varied from about 10 mm to 100 mm.
The results from this study are
summarized below:

< Foams columns can withstand
pressure differentials of at least

40 psi with no damage to the foam.

e Pore closure does not occur at
40 psi.

= Foam columns can dry out and be
reused without reconditioning.
Resin-bead columns require
rehydration and may require
repacking, if allowed to dry out.

< Flow rates can be tailored. The cell
size and interconnecting pores of
the foam can be controlled to
obtain a desirable flow rate.

< Flow rates obtained with this
technique are comparable to, or
faster than, flow rates obtained

in resin bead columns. Similar flow
rates can be obtained at lower
pressures.

= Very little pH or ionic-strength
effect has been observed on flow
rates.

= Very little shrinkage or swelling is
seen in sulfonated foams.

= Resin beads, such as Dowex 50™
(sulfonated polystyrene), may
experience sufficient hydrostatic
pressure, upon rehydration, to
break glass columns.

= Foams are amenable to functioning
with a wider range of actinide-
selective ligands than are resin
beads.

< Monophosphonated foams have
been prepared for actinide uptake
studies.

= [Foams have proved to be robust
and to be able to withstand harsh
processing conditions, such as
heating for extended periods in
concentrated sulfuric acid.

Actinide uptake experiments have
been postponed until early FY97
because of the temporary absence

of necessary personnel. Since these
experiments have been delayed,

we proceeded with grafted
polymerization of ligands to the
foams. To date, we have successfully




grafted polymerized vinylphosphonic
acid, a vinyl phosphonate ester, and
vinylpyridine to chloromethylstyrene
foams. The vinylphosphonates tend to
result in low degrees of grafting, but
when these vinylphosphonates are
copolymerized with vinylpyridine,
weight gains of about 50% have been
obtained. We will test these foams for
actinide uptake.

We are currently in the process
of setting up a contract for a
collaboration with Professor
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Spiro Alexandratos at the University
of Tennessee. Dr. Alexandratos is

a renowned expert on ligand-
functionalized polymers. The
collaborative research will involve
functionalizing foams with actinide
selective ligands. This work will

be an extension of an earlier
collaboration in which we showed
that mono- and diphosphonic acid
ligands on foams exhibited better
kinetics and metal uptake than resin
beads with the same functionalities.



Core Technology: Materials Science—Thermodynamics
Principal Investigator: Mark A. Williamson

Task Description. The objective of the
thermodynamics task is to study the
phase behavior and thermodynamic
properties of plutonium oxychloride
(PuOCl), americium oxychloride, and
mixtures of alkali chloride salts and
actinide oxychlorides. Plutonium and
americium oxychloride are potential
byproducts of the oxidation step of the
salt distillation process.

Status/Accomplishments. Los Alamos
National Laboratory personnel
completed high-temperature Knudsen
effusion mass spectrometer studies

of the sublimation of PUOCI. We
collected intensity-temperature data
for plutonium trichloride (PuCl,) (g)
and for its fragment species,

PuOCI (g), and possibly for plutonium
monochloride (PuCl) (g) and for
plutonium oxide (PuO) (g) in the
temperature range of 825°C-1000°C.
The results of the experiment confirm
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previous ideas that at least two vapor
species, in addition to PuOCI (g), are
present during the sublimation of
PuOCI. The data show that two parent
species contribute to the Pu+ fragment
species in the spectrum. One parent
species PuCl, (g), while the other is
probably either PuCl (g) or PuO (g).
We will complete on-appearance
potential experiments in order to
establish the identity of the other
parent species. Establishing the
identity of the vapor species will make
possible a detailed thermodynamic
analysis of the sublimation chemistry
of PUOCI.

We completed a literature search of
the vaporization chemistry of the
sodium chloride-potassium chloride
system. The data will be used to
supplement data that are collected for
the studies of mixed alkali-halide
PuOClI.




Principal Investigator: Gerald Veazey

Core Technology: Materials Science—Vitrification

Task Description. Los Alamos
National Laboratory researchers on
this project will demonstrate a
glovebox vitrification process in order
to study the application of vitrification
as an alternative to cementation

in dealing with plutonium-
contaminated waste materials.

Status/Accomplishments. We
obtained and assembled the
equipment to allow vitrification in
containers that have a 5-in. diameter.
We chose this size container in order
to allow its insertion into a Rocky
Flats Environmental Technology Site
pipe component, if desired. We began
nonradioactive experiments with this
equipment on surrogate ash waste.
We made two runs using a frit
formulation developed at Pacific
Northwest National Laboratory
(PNNL). These runs were used to
develop technique and familiarity
with the equipment and allowed

us to gain insight into how the level
of the molten glass affects the
homogeneity of the waste form,
relative to the heating elements.

We completed design of the off-gas
scrubber system and have nearly
completed procurement of the
equipment. This system will be
evaluated and modified as necessary
in the nonradioactive experiments.
The design of the scrubber system for
the nonradioactive glovebox system
will be based on the data generated
during these nonradioactive tests.
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PNNL began work to develop the
glass-frit formulation for waste on
evaporator bottoms. Phase 1 of the
statement of work led to a formulation
for nominal composition of the most
prevalent type of evaporator bottoms
(lean residue). In this work, PNNL
tested 20 frit formulations to establish
the boundaries of acceptability. The
performance standards against which
the frit formulations were tested

in the molten state were viscosity
and electrical conductivity. The

final waste form was tested for

leach resistance using the toxicity
characteristic leaching procedure

and for physical durability using

the Product Consistency testing
(ASTM C1285-94). From these data
an optimum frit formulation was
chosen and verified against the same
standards.

We completed characterization of all
evaporator-bottom waste streams at
the Los Alamos Plutonium Facility.
These data are needed for Phase 2

of the PNNL work, during which
time researchers will develop frit
formulations to handle all such

waste streams. PNNL will attempt to
accomplish full coverage with a single
frit formulation while maintaining
maximum waste loading. However,
the diverse composition of the waste
streams may dictate that multiple
formulations are necessary to keep
waste loading maximized. In this case,
a compromise will have to be made




in waste loading in order to gain the review of this project. The project has
advantage of a single frit formulation. been granted a categorical exclusion
from the requirement to prepare

We have completed the National NEPA documentation.

Environmental Policy Act (NEPA)
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Core Technology: Materials Science—Vitrification of Rocky Flats Incinerator Ash
Principle Investigator: T. S. Rudisill, Savannah River Site

Task Description. About 20000 kg

of incinerator ash are being stored

at Rocky Flats Environmental
Technology Site (RFETYS). Vitrification
is one possible treatment technology
to stabilize this material and produce
a shippable waste form, allowing
shipment to the Waste Isolation Pilot
Plant or to potential disposal using the
can-in-can approach with Defense
Waste Processing Facility high-level
waste glass.

An alternative strategy for disposition
of ash residues is to recover plutonium
in a form that is suitable for storage
under the DOE’s long-term storage
standard for plutonium metal and
oxide (DOE-STD-3013-94). The
Savannah River Site (SRS) F-Canyon
and FB-Line provide facilities for such
a recovery, provided ash can be
dissolved in a way so that plutonium
oxide dissolves with the matrix and
does not settle to the bottom of the
dissolver located at F-Canyon. One
method proposed to solubilize the
plutonium oxide is to flux the ash
with an alkali carbonate to form an
oxide mineral with the plutonium
incorporated into the mineral’s
structure. Work on this project is
conducted at SRS.

Status/Accomplishments. An SRS-
proposed vitrification demonstration
using actual RFETS incinerator ash
was delayed by a secondary mixed-
waste concern that was raised by

the South Carolina Department of
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Health and Environmental Control
(SCDHEQC). Initially, the SC DHEC
directed the Savannah River
Technology Center to treat as a
mixed waste all equipment and
facilities that came in contact with
off-gas from the vitrification process,
when the equipment and the facilities
are discarded or decommissioned.
As a result of the liability associated
with mixed-waste generation, no
work could be begun. However,
personnel obtained exemption from
this direction by estimating the
vanishingly small volatilization rate
of heavy metals and hazardous
organics from the ash. The present
direction from the SC DHEC is to
treat only the primary glovebox high-
efficiency particulate air filter as a
mixed waste when we discard it.

Since the demonstration with

actual RFETS ash was delayed,

SRS researchers performed
experiments using a simulated ash.
The composition of the simulated

ash was based on the average of a
range of compositions reported by
T.Q.Iohnson. ! The simulated ash was
nominally 45% glass formers (silicon
and boron oxides), 20%tarbon,

15% transition metals, 10% alkali

and alkaline earth elements, and

10% plutonium. Thorium and
neodymium oxides were used as
surrogates for plutonium and
americium oxides, respectively. SRS
personnel modified the composition of



the simulated ash to reflect the higher
plutonium concentration in the
samples of RFETS ash stored at SRS.
The composition of the simulated ash
is shown in Table 8.

SRS researchers used borosilicate and
soda-lime-silicate glass formulations
to demonstrate the vitrification of the
simulated RFETS incinerator ash. The
composition of the borosilicate glass
was the basis for SRS vitrification
options in the ash trade study that
was conducted by the Nuclear
Materials Stabilization Task Group

of the DOE Office of Environmental
Management.? For this composition,
key glass additives were adjusted to
the values shown in Table 9.

They based the soda-lime-silicate
glass formulation on the composition
shown in Table 10 using a 50 wt % ash
loading (including carbon).

Researchers performed six 50-g melts
to demonstrate vitrification of the
simulated RFETS ash. They performed
each experiment in a 100-mL alumina
crucible. Before vitrification, the
carbon was removed from the
simulated ash using a slow
temperature ramp or calcination

at 800°C-900°C. Melt temperatures
for the two formulations ranged from
1300°C to 1500°C, although the glasses
probably melt at lower temperatures
(1200°C or lower). Ash loadings,
including the carbon content, were

40 wt%-50it %. The crucibles were
manually stirred one to three times
while the glasses were at melt
temperature. The glasses were poured
from the crucible onto a stainless steel
plate to produce rapid cooling.

Table 8. Composition of Simulated
RFETS Ash
Compo-
Oxide sition
(Wt %)
Aluminum Oxide 3.4
(A1,0,)
Americium Oxide 0.1
(AmO),)
Boron Oxide (B,0,) 1.7
Barium Oxide (BaO) 1.1
Calcium Oxide (CaO) 4.1
Chromium Oxide 0.8
(Cr,0,)
Cupric Oxide (CuO) 1.1
Ferric Oxide (Fe,O,) 5.6
Potassium Oxide (K,O) 0.8
Magnesium Oxide 4.5
(MgO)
Manganese Dioxide 0.1
(MnO,)
Sodium Oxide (Na,0) 1.1
Nickel Oxide (NiO) 0.5
Diphosphorus 0.1
Pentoxide (P,O;)
Lead Monoxide (PbO) 0.9
Plutonium Oxide 11.3
(PuO,)
Stannous Oxide (SnO) 0.1
Tantalum Oxide 0.3
(Ta,0)
Titanium Dioxide 1.7
(Tio,)
Carbon (C) 18.9
Silicon Dioxide (SiO,) 41.9




Table 9. Key Additives
for Borosilicate
Glass Formulation

Composition
Oxide in Glass
(Wt %)
SIO, 50
B,O, 8
Zirconium Oxide 1
(2r0)

Na,O 9
Lithium Oxide (L1,0) 4
CaO 3

Table 10. Soda-Lime-Silicate Glass

Formulation
Glass Composition
Component (Wt %)
Ash 50
SIO, 30
Na,O 15
Ca0 5

Experimental conditions for each melt
are summarized in Table 11a and 11b.

The glasses produced during the
vitrification experiments were
nonuniform in color and varied from
brown to black. X-ray diffraction
showed that all glasses were
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amorphous, although Melt 2 contained
a small amount of crystalline thorium
oxide. Researchers observed a small
metal sphere in two experiments
(Melts 4 and 5), when melt
temperatures of 1300°C were used.
X-ray fluorescence identified the metal
spheres as a nickel-copper alloy,
which suggests the metals were
reduced by residual carbon in the
melt. The melts were very fluid,
especially the glasses that were heated
to 1500°C. The viscosity at this
temperature was low enough that the
high-purity alumina crucibles were
pervious to the molten glass.

Using the borosilicate and soda-lime-
silicate glass formulations
demonstrated during FY96 as the
starting point, SRS personnel will
perform a statistically designed
experimental program in FY97 in
order to optimize the primary
processing variables (liquidus
temperature and viscosity) and glass
durability. The program will consist of
a series of (20-30) melts during which
the frit and ash compositions are
systematically varied in order to
identify the range of acceptable
processing conditions and glass
durability. Researchers will vary key
components in the ash to address the
broad range of compositions reported
for RFETS ash.



Table 11. Experimental Conditions for Ash Vitrification

11la. Carbon Removal by Slow-Temperature Ramp

Melt 1 Melt 2
Glass Formulation Borosilicate Borosilicate
Ramp for Carbon Remova 5°C/min 10°C/min
Hold Points 600°C/700°C Not Applicable (N/A)
Time 1h/1h N/A
Médt Temperature 1300°C 1500°C
Time at Temperature 1.5h 3h
Number Stirs 1 2

*Melt 2 was performed to remelt the glass produced in the initial experiment when solids were

observed during the glass pour.

11b. Carbon Removal by Calcination

Melt 3 Melt 4 Melt 5 Melt 6
Glass Borosilicate Borosilicate Soda-Lime- Soda-Lime-
Formulation Silicate Silicate
Calcination 900°C 900°C 900°C 800°C
Temperature
Ramp 1 10°C/min to 10°C/min to 10°C/min to 8°C/min
600°C 600°C 600°C
Ramp 2 7.5°C/min to 4°C/min to 4°C/min to Not
1500°C 1300°C 1300°C Applicable
Melt 1500°C 1300°C 1300°C 1500°C
Temperature
Time at 2h 3.25h 2.33h 2h
Temperature
Number Stirs 3 3 2 2

Using the simulated RFETS ash with
the addition of thorium oxide, SRS
personnel performed 15 experiments
in order to form a mineralized
thorium product that dissolves
uniformly in nitric acid. In these
experiments, the composition of the
flux (sodium carbonate:potassium
carbonate) and the ratio of ash to flux
were varied. The majority of the
solidified products consisted of two-
to-three layers with thorium oxide
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present in all layers (from x-ray
diffraction data). However, as the ratio
of sodium carbonate to potassium
carbonate was decreased, the
solidified products looked more
homogeneous. We performed four
experiments using just potassium
carbonate as the fluxing agent. The
products from the four experiments
appeared to be a single, homogeneous
layer.



A sample from one of the more
homogeneous products was dissolved
in order to determine whether the
thorium had been solubilized. When
the sample was placed in 8 M nitric
acid, dissolution of the bulk matrix
occurred almost immediately.
Researchers observed no further
dissolution of the residual solids

after being heated and stirred for 1hl
at 50°C and 80°C. We sampled the
solution after the matrix had been
stirred for 1 h at room temperature,
50°C, and at 80°C. After the solution
cooled, it was filtered. Samples of the
filtrate and of the residual solids were
obtained. Results from scanning-
electron-microscope analysis of the
solid samples showed that thorium
oxide was still present. The solution
analyses have not been completed.
However, the results from the solids
indicate that the fluxing was not
successful in incorporating all of the
thorium oxide into the mineral matrix
as a soluble species.

A review of the pertinent literature
suggests that thorium may not have
been a good surrogate for plutonium
in this instance. Reports exist of
soluble plutonium (V) and (V1)
compounds that can be obtained from

85

the high-temperature fluxing of
plutonium (1V) oxide with sodium
oxide or sodium peroxide.® However,
there is only a limited temperature
range at which these compounds are
stable. If the compounds are heated at
a temperature higher than ~800 °C,
the plutonium oxide re-forms. Small-
scale experiments are in progress in
an attempt to duplicate the results
reported in the literature. If successful,
a mixed sodium-plutonium oxide that
is readily soluble in nitric acid should
be obtained.
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APPENDIX:

Detailed Work Schedules

A-1



A-2



96/0€/6 - 8INPaYdS parepdn

[ Alewiwing auijaseg

[ S— LTI

‘ 3UOIS3IN auljaseg

‘ aUOISA|IN

auljaseg

ssalboid

ssel

v

szt [ ot

oe/s 4p

o8 [ v/
sus B 112
K 2 ¢

V/TT mm T/0T —
91/z [ 62/

oc/6 4p ¢
0/6 ! (/T

9/z [ 0E/T

61z 4

6/z W 62/

6zt 4p

ge— B
62/c [ mm— GT/T

D e
T/ —T/0T

Aumb

SUNJ UOITRJISUOWP 8|BIS-||NJ 1ONPUOD

110dau souewloyiad uosiredwod anss|

1881 ysnuo-pue-dop wiopiad

a1ebaubbe pajuswad asedald

819]dwod sajdwres pauyisse|b 110))8-1s8g

spuawiliadxe uoneziislaweded uoneolyisse|b waopad

uoneolyisse|b 1oy Japulg a|qens Ayuap

uolne|eIsul adeulny ainyeladwsal-ybiy a1s|dwod

aoeulny ainjesadwal-ybiy |eisu|

[eriarew 111y sse|b a1nsoid

X111ew 1s8l ystjgnd

|elIg1BW 79SS 9Z1I810eIRyD

spuawiliadxs uonoeduwod 104 [elIsew 7SS ulelqo

uonoedwo)d

Buissasoad 81is-jo 104 Juswdinba adA10104d 818)dwo)

Buissasoad a1is-40 40} uswdinba adA1ojoad dojansg

uoneziwndo souewuopad a19|dwo)

juswdinba uoneJedss d1rsubew Jo souewloyiad aziwndo

sjuawiiadxa Anjiqisesy uoneledass onsubew a1s|dwo)

sjuswiiadxa Ajiqisesy uonesedas d1rsubew wioad

ueld wesboud suleq

uolyesedas ansube|y

syuswalinbai uonezijigels jewsyy Areurwijaid suiwisieg

uoIIeZI[10/e)S [BWLIBY L

€ 1o

110 ynO [ end [ znd | 14D

y a0 |

¢ nd

1661

9667

56

aleN Ysel

uonezI|Igels a|grani) pue ‘Be|s ‘pues



96/0€/6 - 3INPayds parepdn

Ao frewWNS
B /eWWNS BUIISSEY

@ 2u0Is9IIA Buljased

@ ouossIn

I puijeseg

SV

ssalboid

e 1SEL

06 @
oe/6 [ sz

L2/8

EEE———— e
g1 RN oc/s

05/5 i 1/

VU/2 p— OT/CT

€1/21 e

[

6e/s EEm=—— 1T/E
e @

i /0T I

AT AL
T2/ = s1/1
zeiet =1 semt

[

sse00.1d UOIBPIXO 8]qIaNII UO 110dal anss|

subisap Malnay

WIgsAs UolrepIxo a|q1onJta ubisaqg

UOIIBPIXO 9]q1aNn.1d [ediwaydoiAd 1o} poylaw dojanag

$s900.4d UOIIEPIXO 3]g1onJo dojanad

s11es didis-1jes 1o} ssadoud aziwndo

s11es IS 10} ssad04d aziwndo

s1es 43 4o} ssao04d aziwndo

uone[1sip ybnoayl uoirepixo woly syjes Joj ssadoud aziwndo

uonepIxo 1jes JoJ sia1oweled dojanag

¥T-96A4:2-LINN 1odas Arewwuns anssj

suoljelisuowsap 1o} Lodal Arewuwins feul) asedaid

SunJ g1 ‘uoIeIIsSuoLWwap 1jes YOd 1onpuo)d

sunJ ZT ‘uoieIsuowsp 1es ¥3/3SIA 1oNpuo)d

sunJ uonessuowsp 1jes yOAa/43/3aSN 1onpuod

ve/TT = 9T/0T

sunJ zg-97 ‘Apnis x1irew 1jes yod 1onpuod

€T/0T = ¢/0T

sunJ z1 ‘Apnis XLjew 3jes ¥3/3SIN 19npuod

Suth

se1pNIS X1Tew 1jes YOA/4F/3SIA 19Npuod

110

0O | end | znd [ THO | vad [ end [ znd

| 100 7 10

1661 9661

aweN Msel

uonEepIXO 1Jes [edlwayd0iAd



96/0£/6 - 3INPayds parepdn

B (eWWNS BUIjBSEY

A Arwwng

@ 2UOIS3|IN duljaseg

@ oduoIsalIN

| —— auljaseg

LV

ssalbold
dsel

st @
e g g
st [ vz/0t
ezior [ 6/6
g/6 I vi/8

|

st @
st @
st/ [ ozi8
st/ [ ozi8

|

61/8 @

st @

st @

st @
st @

cv/g [ very

*

Opee

oy @
o @

l

*
*

[ ——
[
L g
st/ot W 6/0T =
g/01 M sz/6 =
vese M o1/6 =

e1/6 [ 67/8
/T B errer

L g
cz/. T g1
aL | e
ah
L 2
L 2
zi/zT == sutT

ST/T [ — /0T

s1jes ap1IoYd winided Jo Buissadold afeas-uononpold uo 1odas anss|

S134Y 01 Jajsue.y Joj Apeas Juswdinbg

juawdinba Jo uonelado ayensuowag

juawdinba 1sa31/s101e48d0 UIRI |

Xxo0gano|6 ui uawdinba |jeisu|

x0gaAo|b ui Juawdinba Buissasoid 1n0 »28Yd pue |[eIsu|

s|eLIa1ewW aAI0e0IpRIUOU UM Juawdinba 158 |

juswdinba ainooud

uone||isip Jo Buissasoid snoanbe uo UOISIIBP B3N

SaAITRUIB)[R JUBWIERI] J[es ajen|end

JuUBWIEaI} 3[ES BPHIOJYD WINIdfeD

synsaJ ubredwes Buissasoad uo 11odal anss|

S134Y 01 Jajsuely 10} Apeal uawdinba ajeas-in4

Juawdinbs Jo Aujigeral syessuowsq

Buissasold ajeds-uononpoid 1pnpuod

suonesado uonoNpold

jeuonesado juswdinba pue paures sioyeladQ

1[es 8AnOROIPEI UO Bunise) 8)eas-B-000€g 1NPUOD

1jes paJedaid-Aloreloqe] uo Buisa) afeds-B-0pog 1NPUOD

11es pasedaid-Aioreloge| uo Bunsal ajeas-B-005-00T 1PNPUOD

S|elIaYew aAIdROIPES UM Sjuswiadxa/Bulurely JoreladQ

siseq UOI}eZII0YINe anss|

MB3IABJ ssaulpeal a3a|dwo)

ainpasoad Bunesado apn

sanss| aoueljdwo)

S|elayew aAoeoIpe) Y Buiisal 1oy Apeas Juswdinbg

(syBnoayipaay/s n) xoqgano|b AJpoN

X0(aA0]6 01Ul IeMPIRY 3ONPOIIU]

X0Qgano|B ul asempiey [elsu|

1odaa ubisap anss|

lenuew Buresado ssjdwo)

lenuew Bunesado yeiq

1591 pue Juswdinba ajquiassy

s[ela1ewW aAloRoIpRIUOU UYlM Juawdinba afess-uononpold 1sa |

uone||IsIp 1jes wnisselod-wnipos

end | znd | 1ad [ZTe)

end | znd |

[Te) vynd [ end | zad [ 100

¥ 10

8661

1661

966T

aWeN >sel

uone|nsIq }es



96/0€/6 - 9INPayYds payepdn 6-V

O Arewwng 3 3U0ISaIIN I ssa1b0.1d
O——" Arewiwins auljaseg @ 2u0Is9IA Buljeseg — auljaseg e — Msel
S1/0T @ 1ue|d Burysiul4 wniuoinid ay3 03 Juawdinba Janljag
ST/0T I v/6 s[eLia1ew aAndeOIpRIUOU YHM Bunse 1onpuo)
”m\m E—_— o 1un uonodnpoud syedtigey
[ 1un sisAjo4Ad uononpoud 1s81 pue a1edLiged
92/6 ‘ WIgISAS Juawireas) seb-1o 19918s
9z/6 [ 9/9 11Un uoNSNQWI0d AIepuoJas 1S9 |
9z/ TR 00 ewse|d abreydsip 1Us|IS J0 J181BAUOD J11A[eIed 159 |
[ Y uoyensuowsap Buusauibus 1Npuod
59 @ MaIAsJ 199(0ad 10npuo)
59 @ sue|d uonesisuowsp Bulsaulbua anss|
8z/s [ iy 191J9AU02 1A 1S9 |
gz/s e oy ewse|d aB1eyosIp JUa|1S 1581
87/ [r—— 7/7 suonesiyipow juswdinba pue siayaweled sisAjoiAd sulysq
[ Y $159) 9dA10104d
714 ‘ sue|d 1581 adAj0104d anss|
R 2 MaIA8J 198(0ad 10Npuo)
Ty = 7z ewse|d abreydsip Jua|is 1S9
Ty — 7T uoneN|eAs 10) (5)18118AU0D INA[EIED 199135
O spuawadxa ajdidutid-jo-4004d 10npuod
1474 ‘ M3IAa1 198[0ad 10Npuod
R 2 sue|d [eyuawiiadxa ajdiourid-jo-jooid anss|
174 ‘ ubisap jen1dasuod a18]dwo)
vT/c = 8T/T uonisodwod seb-jo szAjeuy
szt | vern jured wnuiwnye 7 adey : g Juswiiadxgy
i fotn adey : y Juswiladxgy
Y=Y spuawadxa Buireod ageyIns 1NPU0D
A=Ky uonisoduwiod seb-1Jo azAjeuy
st vt 30N paysnuo : € Juswiiedx3
It _ e agnd ,z X .2 : g uawiiadxg
vI/eT | viret s19||ad : T uswiiadx3y
Y=Y SjuawIadxa eaJe adeyINs PNPUOD
[ WY sjusw1Iadxa 18] 81l 19NPU0D
2z/et ‘ ue|d 1581 81eJ aNss|
) O | end | znd [ 100 aweN sel
6T 966T

sagnoAjod—sIsA|olAd



96/0€/6 - 3INPayds payepdn

v
Bendh  (WWNG @ 2uosslIN e SS0.060.1d
Bl AieWIWNS BUIJ3SEY @ 2U0ISa|IIA Buljeseg s punjeseg [ —— T

0€/6 ’ S)$8) 9AI19RO0IPE] U0 110dal [eul) anss|
0€/6 Te/c™ sanpIsaJ 3|q1snquiod sjqedtjdde uo 1se
8¢/e ‘ ’ Bunsay ayebouins ayg|dwo)
82/€ mmm g/ 1591 ayebouins ajeas-B-0ps 19Npuod
82/¢ = L7/TE 1591 91ebo.uns a1eds-6-00T 1NPUOD

A ——— S[BLISYRW BAI9ROIPE) UNM Ssa00.d Blelsuowsq
€Tt qT/e uonN|os XO13A/Nnd 3uads pue juanjya pinbij Jo uonisodsip jeuly syenjens

uonisodsip XO.13Q uads pue wniuoin|d
R 4 L 2 S[elisyew aAndeoIped yum Bunssy 1oy Apeal Juswdinbg

AR 2
2T
vern

22 @
z2Tt
2zt

V2/T oot 08/0T

BT/6 pmil—67/5 ™

Ottt

wialsAs |eisu|

X0gano|b AyIpoN

uofIR|[eISUI BIBMPIRY PUB XOG3A0|D

siseq UoleziJoyine anss|

$5800.4d M3IABI SsauIpeal 318|dWoD

ainpasoad Bunesado a1lIpn

SMBIABS pue douerdwo)

sowre|y S0 01 Juawidiys 10} Apeas WalsAs X0gano|9

€/9

1odau uBisap/enuew Buiyesado a1pn

LT/9

dnsjoow ui 3sa1/3uswidinba ajquiassy

1uswdinba ainaoid subisep Areu

1124d aredalid

widIsAs xogano|Bb ainbiyuod

sE @

yoseasay 1ydjag yim 10e11uod ystjqeiss

[2le]

| Pile}

ynd [ end [ znd | 1#d

y00 | end | z#d

6T

1661

9661

aleN Msel

uoIEepIXQO [edIWay) JnAe1ed



96/0£/6 - 8INpayds parepdn eT-v
St /ewiwng € suossIN s SS0.60.1d

B A1eWIWINS 2UIjBSEY @ °uoIse|IN suljeseg  EEEEEEEEEEE gyjjaseg —n

ON\w L 2 2 SIseq UolIez1Ioyine anssj

o,N\w == Ve/L = MB3IAB SSaulpeal 818]1dwo)

I/G | ——

€C/. sainpasosd Buiresado A

[ WS [ WY sanssi aouel|dwo)

SIT - €e/et S|eliayew aAIe0Ip.] YHM J18PpPaIys 1581

aclet . mm\ﬂ X0Qgano|b ul J1appalyds [[eisu]
ve/lt I /L x00ano|b |[elsu|
17 e vz X00an0|6 ayestiqe
ez B veren M3IA3J Juswabeuew uolreinbiyuod a1gdwo)
ez/z1 ] /0T xoqano|b ayy ubiseg
A 13PPa1YS 10} 8INSOJOUB XOGIAO|D
0E/Y mim iV S[el1aew aAnveoIpERIUOU YiM Juswdinba ajesisuowsaq
ST/0T o — /7 juswdinba 81ndo.d
sz = 91/1 juswdinba 103]9S
ST/T I ST/L juswdinba [elIsnpul axenjens
[ Jappaiys

sax14yew 1Jos Jo BuippaiysoAiDd

T/9 I €¢le $955900.d JUBWIILaI) B]C1ISNQUIOD 10} Pad) SAI}IBOIPE] 8PINOId
[4414 I T/t SIseq uoleziioyine anss|
Lzt | ozt | S|eliarew aAI1B0IPEIUOU LY}IM UOIIRIISUOWSP Wi0iad
sizT i mN\HHM wiglsAs Buipunib 1811y 8|qUIBSSY
8¢/TT I 1/8 wiglsAs Bulpulb Jsj1y aredLige
mﬂ\m B e juswdinba pue s|elayew a1ndold
sz/L B 1111 juswdinba sy ubiseq
e s191114 Jo BulpunboAiD
v 0O [ end [ 0O [ THO [ y00 [ end [N [ TO [ ynd [ end [cnd [ THO [ 7O [ €4D aWeN >sel
8661 L66T 9661 56

uonoNpay azis dlusboli)



96/0€/6 - 9INPayds payepdn

St (eWWNS BUIESEY

Bl ArewLNg

@ 2uo1sa|IN auljeseg . puyjeseg

€ suossIN

s SS31601d

— LAY

@ 611
62/1T B T/TT

Te/01 EEEEEEEEEEEEE 1)

VT I — 72/

[

Sjuswalladxa aAlloe0Ipe. Uo 110dad anss|

siuswiiadxe 8A19ROIPRI JO S1INSaJ JUBWNI0Q

sluawiIadxa aAI9B0IPERI 19NPUOD

S9X0QgaA0|b |jeIsu|

sjuswiiadxa aAnoeOIpEYy

‘ 0€/S sjuswiLIadxa aAlROIPRIUOU UO 110dal anss|
oe/s == o1/5 WNs9/ 110
ST/S [— TT/Y 1o
[ W syuswiliadxa a1eb044ns 19nNpuod
0/ — 727/€ wnaa/ o
oty == zz/e 1o
[ sayebotins auedaid
[ SlUBWIIadXa aA119L01pEIUON
‘ 0y SONSSI [eIUBWILOIIAUS pue A1ojes anjosey
6/ = /e SONSSI [EIUBLLIUOIIAUS MBINSY
05/ E— 77/C Juswssasse Alajes 919]dwo)
O———=_ sanssi ssueljdwo)
LTIy —— T/t yaJess ainjesall| a391dwo)
TZ/c = /5 ueyd peruswiadxa a191dwon
[ Y Buruueld
e v 1O £ 10 7 Znd AWEN >seL
9661

Buiysemn



96/0€/6 - 3INPayds parepdn

— LTI

[ Alewiwng auijaseg

‘ 3U0ISA|IN Buljaseq

‘ 3U0ISIN

auljeseg

I sso.00.d

e 8L

oc/o [EEEE] ocre

67/6 [ S T/0T

st 4

0€/S i 1€/07

1e/01 4

0¢/6 ’

91/6

e
¢

¢

82/ I s 111
Oc/y M—— /7T
1/7 [ —1/0T

O i —

uoIIRIISUOWIBP 101983 3|RIS-||N} UO 10dal [euly anss|

sadA) [eLg1ewW |[e Y1 1010Bal 3]eIS-||NJ 158 |

preogpues pue

Jaded

sBe. uo sa1pN1S JUBLWIIEa] 10NPU0D

Siseq uoleziioyine anssj

1010831 3[eds-||Ny [|BISu|

1010881 8[ess-||ny ubisaq

anse|d pue ‘sano|b xoqano|b ‘aualAisAjod uo $a1pNIs JUsWILaL] 19NPUOD

UOI1RJISUOWISP 103083) B[eds-||N4

>Se] 818]8@—Sa1pNIS JUsLIIRa.] || 8Seyd uo 1odal [euly anss|

ysel a19]o@—sJ4ay14 auajAdoidAjod uo saipnis JusWILal] 19NPUOD

Salpnjs jusawijeall | sseyd uo 110dal |euly anssj

suonN|os [eanAjeue pue ‘salsem snosusuaBolalay ‘suisal aBuBYIXS-UOI YIIM SBIPNIS JUsWIeal) 0q

sIseq uolezIIoyIne anss|

S[eLIgYeW SAIIOR0IPRILOU I 1S8] pUR ‘pasy pijos ubiseq

uoIeIlIIoU AlljIgeleal) snopiezey YyHOY atedald

S|elIa1eW SAIIOROIPRILOU YIIM 1581 pue Jo3oeal ubisaq

UO11.IISUOWISP 101988l 8]LJS-10]1d

110

v 00O [£00 200 [ TNO

0 [ €00 [ 280 | T80

v 0O (€00 [200 [T1O

¥ 1O

8661

1661

9667

aWeN Ysel

uo1epIXO [ewIsyloipAH



96/0£/6 - 3Npayds parepdn

Bt <2105 21152

Arewwns

‘ 2UOISAIIIN

61-vV

ssalbold

‘ 9UO0IS3|IN dullaseg I suljeseg s Msel
sa1pn1s 1uawieal] || aseyd uo 1iodas [euly anss|
97/6 [— T/ s19)|1} duajAdoidAjod Uo SaIPNIS JUBWIILAI) JONPUOD
1914 ‘ SepNIs Juswieal] | aseyd uo 11o0dal euly anss|
Ty ) 1/T SuUOIIN|OS [edNATeUR pUe SUISal abueydxa-uol UO SalpNIs JUsWwiIeal] 190Npuod
T/¢ [N /2T nwuad Aljigereant snopiezey O
</t ‘ Siseq uolezioyine anss|
/et I T/0T 101983l |BOIWAYI04199]3 JO uolle|eisu|
¢hd [ 1ad yd | end | zad [ 1D v N0 aleN >sel

6T 966T

UONEPIXO [e21WBY201199]3 PaleIPaIN



96/0€/6 - S3INPaYds parepdn

Bt /oS

@ suasan

I SS5.00.d

[ Arewwing auljaseg ‘ 3UOISAIN duljased aujjaseq [—T1

0€/6 ‘ JuawWNoop siseq ubisap anss|

mam\m I S/8 wa|qoad yaes 10} spuawunlop siseq ubisap dojanag

¢/8 I 0e/s wajqoad yoes 10} spuswalinbal pue sajnJ ay} 1oy s18ays 1oe} dojsnag

LT/S I ST/T SWIaISAs Jejnpow ajqeniod Yum paAnjos aq pInod Jeys swajqoad Ajnuapi
[ SWIAISAS Jejnpow Jo suonedijdde JaylQ :g ealy Msel

0¢/6 ‘ suolepuUaWWOodal pue sbuipuly anss|

02/6 . Z/6 suolrepuswwodal pue sbuipuly Juswnaog

0g/8 . Z1/8 uolrealyIpow aulj-ssaoo0.d isurebe pIxs 10} Sa|NPaYIs pue s1sod asedw o)

6/8 . QT/L S9|NPaYIS pue SIS0I JUsWNI0Q

6/8 . ST/L SpIs 40y syuswialinbai uolreeISul 81eWNST

6/8 . ST/L sjuaWaJinbal BUIUOISSILILIOISP pUE UOITRUIWEIU0IBP aUIWIB1aq

6/8 . ST/L SpIYS 10} Sa|NpPayas A1anljap pue 1502 dojanag

4775 I €/9 1noAe| ue|d 100}y e dojanaQ

T€/S - 0z/S spiys o ubisap fenydasuodaid dojanag

T€/S - 02/S sue|d uoireyuswajdwi asedaid

LT/S - 9/S 198ys mo|} dojane@

€/9 I 1744 JuUBWINJOp siseq e asedald

6¢2/€ . q1/e sue|d auljaseq Aj10ads pue eyep 199]]0D
[ S.134Y 1e 1uswdo|aAap WBISAS Je|INPOIN T B3ty MSeL
100 v 0O 7 €10 7 Znd 7 Te) v O aleN >sel

966T

SWISAS JelnpoN



96/0€/6 - 2INPaYdS parepdn

B £EWWINS SUIJSSEY

Ot  (ewiwing

@ 2u0ISa|IN Buljaseg

@ suossIn

auljaseq

€V
e SS51601d

[ R L

14 ldml

ocly @
0Sly mim TIY

1€/ mmmmm T/1

1€/2] meeees et — /Y
T/ E—— ST/TT

¢

Jaysue.] ABojouydal ysijdwoase pue Burisauibus d119ads-a11s a1eniu|

uoneisuowsp waisAs parelBarul uo 1odal anss|

WiIg)SAs pajelbalul Jo uolesisuowap uo uodad jeuly aredald

S|elIsleW 9AIOR0IPRI YIIM WRlsAS parelBisiul sjeaisuowaq

wiglsAs pajelbajul |jeisu|

WIBISAS UoneUILIRIU09P 211A|04199]8 UBIsaQ

181 @ S[eldayew aAI}B0IPE. YIM UOIFRIISUOWSP Uo 11odal [euly anss|

18/ == sz/et S[elialew aA119e0Ipes YlM UoITesisuowap uo 1odad feuly aredaid

aArANR g S|eraalew aAlldeoIpe. YIIM UoIjesIsuowsp 1onpuo)d

22/2T — T/0T S[el1ayeLU SAI19R0IPR UM UOITRLISUOWap 10y aledald

7O [ €nd [0 [ THO [ 0O [ 0O [znd [ TnO [ vndO [end [ znd [ THO [ 140 aWeN YseL
866T 1667 9667

WIvISAS Jajsuel | uolieulweluodaq 214041993



96/0€/6 - suljeseq parepdn

[ S— LTI @ ouosan
[ Arewiwins suijeseg ‘ QUO1SA|IN Buljeseg

auljaseg

qc-v
I SSo.60.1d

e SEL

AR 2

Oc/6 [— 0/,
0¢/6 E— 0t/

62/, = Z/L
Aemmemendd
2

e

0c/6 n—————— 7/

O A—

T/ | — GT/T

slaureluod pajrey Huildalep Jo Alljigises) aulwialag

[ersw uo s1onpoid uoIs04109 dpIxXo Budslsp Jo Alljigises) aulwIglRg

$J3UIRIUO0D INBA BunsIXs Jo uonenjeAs Areulwijaid 19Npuo)

sJaurelu00 abelols Bunsixs Bunenjeas o A1jigises) aulwigeg

uonesado uononpo.id ul Juswdinba aoe|d

uonen[ens pjam jo Aljigises) aulwgleg

S1UBWIBINSEAW SAO||8q UOISIoaad 10} UOIEBN|BAS [21ISITE]S 19NPUOD

suonesiljdde pue sis1awedsed Buinresado jewndo auiwisiag

1uswdinba 32ayo pue |jeisu|

LN

110

N0 | end [ znd | 1

6T

9667

aweN Msel

Aydeiboipey e1161Qg




96/0€/6 - 8INPayYds parepdn 12V

[ Arewwns ’ 3u01Sa|IN e SS0.60.id

[ Arewwns auljaseg ‘ BU01Sa|II\ auljeseg [E—— T T e 1SEL

12T o S
8T m T M

TEZT s e T walsAs 15/4Q I[eIsul pue Jon1jea

Anjigedes Aydeabowoy seandwos/Aydeaboipes [enbip eisul

S1aureluoo afeiols Ul S|eIISIeW 1eajonu uo | D/4d JO Uoen|eAs pue 1s8) pjaty a18jdwo)

sanbiuyds) Juswainseaw Asejuswajdwod Jo uonebnsaaul a1a1dwo)

e ‘ ’ wiglsAs | D/4HA Jo 1awainsold ayeniu|

0€/6 . ¢/6 Wwig1SAs | D /4@ 40 uonealyoads jeuonouny aye|dwo)

0g/8 [— /9 uoneiBaur Aioe) 10j sjUBWAIINDAI ajenjeAT

v1/8 - 1/8 uonenjeAs SO Juawnaop o) uodal ays|dwo)d

TE/L I €/9 Swiall paJols ul sabueyd 19919p 03 a1eMos 1D Bunsixa ALIPoN

TE/S I qT/c ABojouyda) AN 1ualing o3 uostredwod ul SO alenjens

T¢/S - 1/S uolreneAs [eiuswiadxa 1oy uejd 1sa1 Juswajdwi|

oc/y == /¢ sjenalew ayebo.auns Buisn s3108(qo 1581 1D 40 1uawdojanap are|dwo)d

05/8 pr— /c s[elJayew palols ul sabueyd Aynuenb pue 10919p 01 Alljige | D a1enjeAs 01 Buljspow Jaindwod asn

/e l ST |enialew wniuoinjd palols 10} SWSIUBYISW dN|Ie) MIIASY

£z/c == ST/1 Jauueds ewweb aiydesbowol Bunsixa [jeisu|

o1 Jauues ewweb o1ydesBowioy syenjeas
enO [THO [y 0O [0 [znD [T40O [v1O [0 [znD [ 1400 [ 700 [£00 [znd [ T4D aWeN Msel
6T 866T 166T 966T

Aydeibowo |



96/0£/6 - 2INPayYds parepdn

Bt Arewwns s

Bt <euwns @ s

uijaseg ‘ aUOIS|I duljeseg I

auljaseg

6¢-V
I sso.60.1d

e SEL

@ @

sere ] qzje1

ezrer R oL
ez [ o

o EEEEEEEEE an

ve/eT [ 119

cerer EEEEEEEEEEE ] wn

'S9IIABP 9AIISUaS aunssald uo 1odaa ssaiboud anss|

$10SUaS panodwl Ylm sjuswiLIadxe 10Npuod SoWe|y o

J0suds ainssaid |e101 dojanag

10suas UabAXo ylm sjuswitiadxa 1oNpuo)

Josuas uabAxo anoadwi pue dojansg

S90INSP AJIPOLWU 0} X2eqPas) Blep [eIuswiIadxe asn

sJosuas ainssald pue ‘ainjesadwa) ‘seb adAr010ad Buisn salpnis ajij-4[ays 19NPU0D

SI0SUSS UOIIRIaUaB-1SI1 1S9 |

ver @ @

Sowie|y SO 01 alempuey JsAljad

verzr B ezt

wiglsAs paresbalul 1se |

gzt [ 1/01

s1uauUOdWod 3|qUIassy

(sowre|y s07 pue INN/TINS) ubissp mainey

05/6 [ — 11/5
0g/6 = 61/8

Josuas abexoed pue AjIpoN

6z/c == 1Er

juswuoliAug Bunesado Aynuend

(IWN/TNS) Josuas areatlige) pue dojaaaq

¢

uonuap sluswalinbai uo podal anss|

oe/1 = ST/2T

uonuyap siuawsalinbal ulol 819]dw o sowe|y S0 pue INN/INS

Znd | THd

vnO [end [ znd | 14D

v 00 [ end [0 [ 10O | v [ end [ znd [ TAD

6T

866T

1661

966T

aweN >sel

(sowre|y so07) sa21A8 9ANISUSS-21NSSald



96/0€/6 - 8|NPaYIS parepdn

I ssai60.d

Ol 505

‘ 3UOISa|IIA auljaseq

’ 3U0IS3IN

I oy 0seg

[ Arewiwins auijaseg

e OiSBL

ege

oe/c [ S v
0e/6 0
seret [ vi6
sy 4
T
R 2

sor e 719

sjusWIIadXa 86 A JO UOIIRILICR) pUR ‘UBISAP ‘SUOIIEIILIPOW JaYLINy 10} Yse) ue|d

sjusWIIadXa /6Ad 4O UOIIRILICR) pUe ‘UBISAP ‘SUOIIEIILIPOW JYLINy 10} Yse) ue|d

XLJeW [eIusW11adxa JO SSBUBAIIBYS SUIWISRA

siseq BuiNunuoo e uo eyep Jayred sxenfeas

SYV ‘uewey ‘S| Jo4 suonesijdde uo sp1osq

Angedes Adoosoaroads uewey syensuowad

Agedes Adodsol1dads umop>{ealq paonpul-1ase| ajelisuowaq

Buibe payesajadde 1oy WBISAS uonisinbae eyep ajedliges pue ubisaq

st/or e 2o

Buibe parela)adde 104 walsAs Burjdwes ayedriqey pue ubisaqg

sri07 e 710

|

8ez-nd Buisn Buibe payesalasde Joy JaUTLIUOD 341]-413Ys dredtige) pue ubisaq

8€Z-Nd PalenIul YHM sjuawiiadxs Buibe payess|sody

R
6 B z10
e B us
e B us
Uy [ sTe
Andd
€7/, | — /5
05/ — ST/ZT
05/t — GT/ZT

19dQ Jo} ueld Buibe payesjssoe Areutwiald anss|

11eS 104 e1ep sonauy Arewijaid apinoid

1Jes 1oy waisAs uonisinboe elep ayesrigey pue ubisag

11es 104 walsAs Burjdwes ayedriqgey pue ubisag

(11 9dA1010.1d) 3|ES 104 18UIRIUOI 9)1]-}]BYS d1edlIge) pue ubisaq

1531 3J1|-4|2Ys 1[es areniu|

apIX0/yse 10y elep sonaury Areuiwijaid apinold

8pIX0 10} WLISAS UoISINbE e1ep apIAcId

apiIxo aindwi 104 WaIsAs uonisinboe erep spinoid

05/ — GT/7T
05/ — GT/7T
05/ | — GT/7T
05/y [ m— GT/T
[ Y
s @
stz @
stz @

[

9pIX0 10} WalsAs Burjdwes syealigey pue ubiseq

apixo aindwi Joj waisAs Burjdwes ayedriqgey pue ubisag

(111 8dA10301d) BPIXO0 104 JBUIRIUOI 341]-}|3YsS d1eIlige) pue ubisaq

(11 8dA1010.44) yse 104 JaureIu0d 3411-3|3YsS a1edliges pue ubisaq

1591 31-419US USB/3pIX0 Sreniu]

ue|d |eruswiiadxa Jeuly anss|

ueld jeruswiiadxa Areutwijaid anss|

1581 8411-418ys | 8dA10104d BnURUOISIQ

1581 811-418Ys | 8dA1010.4 81eNIU|

110

vnd [ end [ znd [ 1O

vnd [ end [ znd [ 1O

vO [ end [ ¢nd | THd

vnd [ end

866T

1661

wesBoid 8)17-419US anpisay ‘apIXO ‘[eI8N

9661

S6)

SWeN >sel



96/0£/6 - 3INPayds payepdn

[ Alewwing aujaseg

— LTI

‘ 3U0]S3| 1N duljaseg

€e-v

@ suosan I ssoi60.d

suljsses e %8l

5/ = 1T/9
12/B I 12/S
Ve/S |m— v/
| WY
o1/ I 12/

Ve/S |m— v/
| S

e 4
T/ = ST/T

S$34N1XI1} JusainsesW Ssasse pue 1S9 |

SWIA)SAS JUBLLIDINSEALL SSASSE PUe 1S9

sanbiuyoa] JUsWBINSLaW SSISSe pue 158 |

S18U1LIU0D 96RI0IS WIB)-BUO| YIIM SHY JO 8sn ajen|end

abel01s wusl-Buo| ul sjesarew ul sabueyd Bunoslep 1oy senbiuyosel SYw Buisn Jo Alljigises) jen1daouod uo apioag

sjuawiIadxa 19Npuod

dnss [eluswiiadxe pue sisuleIuod a1ealige) pue ubissq

s[erlsyew Jeajonu ayebolins pue ‘winijay ‘uobie Buisn sisureluod abelols wisi-buoj uo syuswaiNseaw ainssaid seb ayenjens

sjuawiIadxa 19Npuod

dnss [ejuswiiadxe pue sisureIu0d a1ealige) pue ubissq

sJaureIu0d abelols Wisl-buo| pajess-ajgnop Ui seseh Jo syusLIBINSeaW SHY JO AljigIses) ajelisuowsd

sjuawiIadxa 19Npuod

dnss [eluswiiadxe pue sisuleIuod a1ealige) pue ubissq

salnixiw wnijay pue usboipAy Jo uoniubosas seb Jo A1j1gisesy arenjeny

110das Aljiqises) anss|

arebouuns Buisn Jsurejuod pajess e ul ainssald seb Jo uonosisp uo uodal Alljigises) asedaid

110

y 00 [ €00 [znd [ TNO | vO [ €00 [ znd | TNO

1661

9661

aweN Msel

Ado2sou10ads aourU0SaY 21ISNOJY



96/0€/6 - 8INPayas parepdn

[ Arewiwing auijaseg

Bt <euwns

‘ aU0IS3|IN Buljaseg

‘ aU01SaIN

auljeseg

e S8l

GE-v

ssalboid

oeie @
oere [N zus

v [ o

ver [N v

8z/01 4p
8z/0T e T
oe/s [ v

oc/s RSN o1

rerr [ ae

1414 ‘

sz [ v

62/1T [ — 1/
omw\w [

e

621t 4 ‘

62/11 L@.

R 2 ¢

i l £
T
08/ | — GT/T
O A——

XSk} 918]8@—S1INSa S4\vX3 uo 1odal anss|

>sel 819]9Q—s}|Nsal S4vX3 Uo s)ynsal asedaid ssisAjeue a191dwo)

>Se) 918]8@—sSpP110S Uo siuawIIadxa S4vx 3 a19|dwo)

sk} 918]8d—S4\v X3 104 sajdwes p1jos/uoinjos atedald

>Se] 819]9—Sp!1]0S U0 sjuawiiadxa [eando [eniul 1Npuod

SP110S UO S31PNIS 19NpuU0)

sSUoIIN|0S BP1I0JYd U0 1odal anss|

suoIIN|os apLIojyd uo 1odas asedald seiep azAjeuy

SUOIIN|0S 3PLIOJYD aulfex[e a1ebisaAu|

sjuan|ye ssaooad a|gnsnquiod ayebsanu|

sa1pnIs papualxa a1a|dwo)

Blep apLIojyd uo 1odaa Areuiwijaid anss|

©lep apLiojyd uo uodal aredaid seiep azAeuy

SUOIIN|OS dPIIOJYD BUIeX Y

sjuan|yye sseooad a|grsnNquiod

elep |eando azAeue pue 1991100

s1nsaJ a1ea1u (A|)Nd uo 1odas anss|

s1nsaJ a1ealiu (Al)nd uo 1odau asedaid

(uonnjos piae) sisAjeue eep a18|dwo)

(uonnjos pioe) erep 81esU aZAjeUy

eep (Al)nd alinboy

Aljigedes Adoosoaoads uondiosge ainbiyuossy

Aujigedes [eanAjeue ysijgeis3

110

vnd [ end [ z0d | 140

ynd [ €0d [ zud [ 11O

v0O [ end | zud [ THO

8661

1667 9661

WEN SeL

(sowely so7) Asiwayd uolIN|os spIundY



96/0£/6 - 8INPays parepdn

[ Arewwins auijaseg

Bt <wuns @ o

‘ BUOISA|IN uljeseg | oyjjaseg

LE-V

ssaib0.ud

dsel

oc/ [ o

on B oo
@ o

e}

oers FEEEEEEEEE

@ e
TE/ZT [ — /L
@ suo
82/9 mmm— 62/7
97/ — GT/T

sanpisal uo Ayjigedes Buibewi ajensuowaq

sanpisaJ ajdwes 01 Areaqi) 91dodasouydads pajesbsiul A|lddy

sajdwes wniuoinid oy Areiqi| 91dodsolydads feniul 819|dwod

sajdwres wniuoin|d 1oy Areaqi| 91doasoa1dads | 1 asedaid

sajdwres wniuoinjd uo uol

inboe e1ep 819|dWO0D

sajdwes [apiunoe] wniuoinid Jo sisAjeue 1onpuod

sajdwres wniuoinid jo uoneiedaid arejdwod

sajdwes wniuoinid aredald

$1R.ISgNS BNPISal 199]9S

110

ynd [ end | znd [ 140

yndO [ end | znd [ 140 O [ end [ ¢ad | 100

8661

L66T

9661

3WeN Ysel

S928JINS Y1IM SBPIUIOY JO SUOIIdRISIU| [eaISAUd puUe [edlwayd



96/0€/6 - 8INPayds parepdn

Bedh  AreLULLNS

@ 2U0Is9|II Buljaseg

Sl A1eWIWINS BUIjBSEY

€ suossIn
[—

auljeseg

e iSEL

ssalboid

oe/6 [ s/

&Ma 2
re/s B 610
g0 e o1
[
Ak’
s B o
R
1 e

. " o

v B o1

AR
ogyy EEE— 11

EIAR 2
Terer = o6
w\m = 18
Te/. == e
2L ————— 11
7w === 111
[

aseqerep [e4n1onJis wniuoin|d ojul s}nsaJ ayelodJoou]

JuswIadxa SX paiyl a18|dwo)

sisAjeue elep a19|dwo)

elep azAeue/siuawiiadxe 1onpuod

JuswWIIadXa SWYX P41Yl 3NPU0D

sajdwres punodwod wniuoinid aind mau aredaid

aseqeiep [eamonus wniuoinid ojul synsal ayelodioou|

1UBWIIBdX3 SWX pu0das a18jdwo)

JusWIIBdXa SWX pu0dss a18|dwo)

sisAeue ejep a19|dwod

JuBWILIBdXa SYX PU0ISS 19NPUOD

sajdwes punodwod wniuoinid Jo 13s puodas atedald

aseqelep [ednonais [eniul pjing

Juswiiadxa SyX 15414 819]dwoD

JusWIIadXa 1841} Woy sisAjeue elep s19|dwod

JusWILIadXa 19NpuU0D

1usWIIAdXa SYX 1414 190NpuU0D

sajdwies Jo uonezusioereyd 91doasoa1dads [eondo wioplad

spunodwod wniuoinid aund az1sayluAs

Apnis 10} sanpisal Ajiuap|

sajdwes Jo uonesedasd pue uoI19|3S

jile}

vnd [ end | zad | 14D y 00 |

pile}

[Aile}

| 110 vnd | end [ znd [ 100

8661

1661

9661

3WeN >sel

winiuoinjd Jo a1e1s eatwsy) ayl ui sebuey)d



96/0€/6 - 8INPayds parepdn

Yy .

[ Arewwns auijaseg ‘ auOISA|IN ouljeseg

SUOISIIIN I SS5.00.d

suljesed e SBL

oere [N v

oere [ v

0¢/€ L
Lere ' als

ocie
re/c [ 11

sjuswiiadxa Ansiwayd dAD Areuiwijaid 1npuod

sopIunoe [Ax[e azisayiuAs

saseyd [eJaulw Jo ‘sse|B ‘apIxo 01 S81N0J BUILLIBIQ

spuawiiadxa Ansiwayd 19b-10s wioyiad

el - 18

s10s1n2a.d aplunoe pue spuebi| azIsayjuAs

6/S i 6/7

a1epipued [elojopisod allH

05/, mm— T/

siuswiiadxa wJoylad 0] syusWwalinbal Malnal ssaulpeal 818]dwo)

'yep ss3004d [enioe Y uosLiedwod 1oy sjapow dojansg

sjuswadxa A1SILWBYD UOITEPIXO UOIIN|OS 19NPU0D

sa160]0uy2a) UOIIINIISAP XIJ1ew Wwoly soluehlo/sapiunoe uo sjuswiiadxe a1el-uoroeal pue a11auly 1Npuod

0€/9 0€/L

S90LITRW 21UBBI0 PaulelIua-aPIUIe JO UOIBZII91ORIRYD 80MINS WI0LISd

62l — 17

suonesuowasp ABojouyds) ajqISNQUI0D 10§ SaNPISal AJuUsp|

N0 110 [rnO [end [0 [T0D

710 | £ 40 [2n0[11n0 [rnD [end[znd[14D

6T

8661

1661 9661

3WeN >sel

suolnoeIaIu] J1URBIO-3pPIUNIY




96/0£/6 - 3Npayds parepdn

[ Arewwins ‘ aUOISA|IN

[ Alewwng suljaseg ‘ auOlsa|IN suljeseg N 5 jaseg

v

I SS0/604d

[ R

¢ w\z

o/ [EEEEE———
@ =0
e [EEEEEE e e

o [EEEEEEEEEEEE——— e

o (R
@ =00

oz ] w6

g - - <« - ¥

o e v
0g/s = T/5
0%/ | £T/E

s)Insal sJeak puiyy uo uoday

s|eriarew Burisauibus suljjelsA1aAjod painixal Jo S1S81 | JHS 19NpuU0)D

S1|NsaJ s,Jeak puoaas uo 1oday

u01S04.409 J0 sdew 01uU0 ain1xa} Jo sdew asodwiiadng

1S8181U1 JO SUOIRIUSLIO [€1SAI0-3]BUIS UO S1S31 | IHS 19NpU0D

sjeliarew Burissuibus suljfeisA1aAj0d uowwod Jo $1s8) | JYS 19Npuod

S1Nsal S,eak 1811} uo Loday

$1591 Ad09oso.19ads aouepadwil 19Npuod

$1S9)] uolrezitejod slwreuAponusiod 19Npuod

1591 Buiddew-aunixal 190Npuod

Apnis 1o} [elis1ew 199193

Aanuns ainyesall] 919|dwo)d

TR0 | 70O [ end [ znd | THO [ 140 | m:o; ¢hO [ THO | vnd [ end [ znd [ TAO

866T L66T 9667

aweN Ysel

uoIsoJ10D



96/0€/6 - 9INPaYIS parepdn Sv-v

Semmmndh  AewWWNS € suosslIN e SS9.00.d
Bemmmmnd /2WIWNS BUIJBSEY @ su0Isa|IN Buljaseg auleseg e Sl

0€/6 0 SjuaWIlIadxa a2Ua19S UOISNYHIP JO SBLIAS 1S41) UO 1iodal anss|
oc/6 [ e 10T S)UBWIIAdX8 92UBIOS UOISNJHIP JONPUOD
0€/6 ’ ue|d [eluswiadxs anss|

0€/6 I 1/S SjuswiIadxa a|NPayds

0€/6 I T/S sanbiuydal [eanAjeue adus|ds 89eLINS 19818S

0€/6 I 1/S Apnis 10y S|elsalew 19819S
[ ue|d [ejuswiiadxs dojaneq
05/ E— GT/T 24njeJall] 8yl yoleas
iTe) ynO | end [ znd | 140 ynd [ end | ¢ad | 11D O | end [ zaud [ 14D BWEN >sel

866T 1667 966T

9JUaIdS uoisnjjig wniuoinjd



96/0€/6 - 8INPaYS parepdn

B A1eWIWINS 2UIjBSEY

Bt AreLULUNS

@ 2u0Is9|II Buljaseg

@ Buos9IN s Ss2.160.1d

 E—— auljaseg ——— T

0e/6 ¢
0/ ——— e/

S[erJaewl palols 40 9UR|[ISAINS J0) BUIIUNO0D U0JIINAU JO asn uo Hoday

SuUoIIeN[eAd JaureIu0d 3 NeA 1oy anbiuydal jo Ajjigesijdde auiwaalap 03 SIPNIS 3NEA 19NPU0D

SjusWaJInbal X1iyew 1sa ||14]Ny 01 Sa1pNIs [ealiidws uonepixo pue BuiplIpAyY 19NpU0D

uoneluawiLIadxs panunuod

"BuIUNO0d UOJINBU pue uoneusWLIadxXae Wniuoln|d JO UOITEPIXO [eNIUl WI0ad

Bununod uosnau pue uoneluswiadxa wniuoinid jo BuIpPAY [eniul wioad

uolneluawIIadxa reniu|

05/0 — T/

uonepixo pue BuipupAy Niis Ui Jo ajqedes siaureluod abelols wisl-Buo| 03 Jejiwis WalsAs JuaWUIEILU09-3|gnop & dojanad

T/ [— GT/T

sanpen ANAILISUSS PlOYsayl aUIWI18p 01 S1Sal JO Xurew e dojanaq

e = g1t

x8]dwod 30a 8y} InoybBnoayl uoireyuswnsul Bununod-uoainau Bunsixe jo Anjigqeded suiwisleq

sowle|y SO0 1e uolneluawnIsul bununod-uosinau Bunsixs Jo Aljigqedes suiwialag

[

uonejuawiiadxa jo Buidods pue Buluueld

10O [y nD[end [znO[TNO [y O [cnd[znO[T4D [y nD[end[zn0[T10

8661

L66T

9661

alueN Ysel

WINIUOIN|d JO 39uUe|[1I9AINS—ABSSY 8AI19N11SSPUON



96/0€/6 - 8INPayas auljeseg

[ Alewiwing auijaseg

[ S— LTI

‘ 3UOIS3IN auljaseg

‘ aUOISA|IN
I 05

67-v
I Sso.00.1d

[ R

829 4p
§7/9 [ — 51/T

S$8IPNIS UOI1R91100 UOIBWIOLUI [B4N12NIIS 19NPUOD

yse1 a18]ag—Apnis sisAJeue UoIRIIUSIU0I31d 10NPU0D

Bu1181129s-1yB1| UO SBINISIBAIUN YLIM 818100R||0D

>se1 81919d—¥ NN YHM S31pNIS 19Npuo)

sa|dures pue s|apowW UOo S31PNIS 80UsISaI0N|4 19NPUOD

sa1pn1s aduadsalon(y 4oy ajdwes aredald

xa]dw o9 [e1awl/punodwod |apow asedald

$91PN1S 80UBISBION[S 1ONPUOD

yse1 a18]ad—Ad03s0.19ads ueweY YA S31PNI1S 19NpuU0d

sanbiuyoal Buigoad 10a.a1p dojenag

spoylaw d118YyiuAs panosdwi dojanag

snjesedde 19n1suo0d

$8IPNIS 80UBISBI0NY JIONPUOD

siawjod JO saLIss 1s414 JO uoneziiaoeseyd a191dwo)

saipn1s Buipuiq apIunode 1PNPUOD

9ZIs aulwi=lag

>u_woow_> SJNSes|N

sisAJeue [elUsWa|S WIOLIad

s1awAjod aziisoeleyd

slawA|od Jo saiias 1s41) Jo uoneledald a19jdwod

sJawA|jod Jo sal1as 15414 asedald

110

yuO [ end | znd | 14D

vnO [ €nd [ znd | TAD

ynO [ end | znd | 11O

8667

1667

966T

aleN Ysel

uone|i4 JswAjod



96/0€/6 - 3INPayds parepdn

[ Arewiwing aurjaseq

[ — ST

‘ 3U01S3|IN Buljeseq

‘ SUOISAIIN

auljaseg

I sso.60.d

e SBL

ocre [ Tere
oc/s 4p

oere [ T |
Tere [ o
0£/6 [ T/6 -

/01 ‘
08/6 l 8

0€/6 [ €/8

0¢/6 e £/€

0£/6 [ /6

6 4

1R s n K44
e KA
(e ft———

/et B ot

ez/e I 621

0/ — /T

s1Insal 86 A4 Uo 1odal jenuue a1gjdwo)

sluBWILIBdXa [RAOLWIRI BPIUIITR JO 13 PAIY) 219|dwoD

siusWILIadXa [EAOLIB] BPIUITR SO 18S PAIY} 19NPUOD

swieoy aualAls |AYIBWO0I0IYd 8ZifeuoounS

SWwieoy dA1198]8s-apIunIde aziwndo

s1Insal /6 A4 uo uodaua ssauboud aye)dwo)

SjuBWILIadXa [eAOLWIBI SPIUIIR JO 18S PU0Ias 833]dwoD

SluaWIIadXa [EAOLURA BPIUIITR JO 18S PUOIAS 19NPUOD

swreoy sualAlsAjod 031 aA1jeulsle ue se sweoy sulpliAdiAuinA|od jo uonesedaid syebnsanu|

sjelarew Bunsal aziisoeieyd pue sweoy aualAisAjod 10eay

swreoy aualAisAjod aziia1oeleyd pue asedald

sweoy JeuonounAjod arebisanul

10B11U02 AJISISAIUN PUR UOIIRI0MR]|0D [B21UYI8) MBU Usi|qels]

(1644 30 pus 1un Aejap) Jaurred [erLnsnpul 199J8S

S1INsal 96 A4 U0 1odau ssauboud ayejdwo)

SjuaLWIadxa [eAOWAL BPIUIIIR JO 18S 1S4} d19|dwo)

SjuswIadxa [eAOLWS SPIUIIdL JO 18S IS41) ONPUOD

sdnoJb pioe oluoydsoydjAuin yeas

sweoy aualA1s|Aylawolo|yd azijeuonoun

Swieoy auaJAIS|AYIBWOoI0|Yd 8z14a30eleyd pue aledald

swieoy pazijeuonouny pioe sluoydsoyd syebnsanul

znd | 110

v00 [ €nd [ znd [ 10

vnO [ end [ znd | 140

vnO [ end [ znd [ TAd

6T

866T

L66T

9667

aweN YseL

sweo4 J1awAjod



96/0€/6 - 8INPaydS parepdn

[ Arewwing auijaseg

[ — VLT

‘ aUOISA|IN

‘ BUOISA|IN Buljeseg I 5)jeseg

€5V
I ssoJ60.d

e 1SEL

626 4p

6z/6 [ euss

sz/e T eure
5211 4p
62t ] 12

1/, pmm 0E/T

6¢/T pmmm T2/

oo [ s
€ ‘

110da1 salpnis uoleziiodeA anss|

110daJ anss| pue sapIXo WY pue nd uo saipnis uoneziioden a1sjdwo)

110dau sanijigels aseyd U0241Z aNss|

S|elJa1eW uoalIZ Jo sanljigels aseyd uo 1odas aredaid

suonN|os pijos (U0241Z) 81.dI|IS 1Z-Nd U0 SaIpn1s uoneziiodeA 19Npuod

110daJ Buijspow uolre||1IsIp 1jes anss|

Buissasoud uoirejnsip 1jes Jo Buljgpow uo 1oday

11

S8INIXIW 1[es apI[eyAXxo spIunoe/aplifey 1jex[e paxiw uo saipnis [eluswiiadxa 1onpuo)

uodal [DOWY pue [DONd anss|

1D0WY pue |D0Nd 40 Alsiwaydowlayl uo 1odaa dojanaq

77

uolreziiodeA pue uonewigns [DOWY U0 S81pnis [eiuswiiadxe 1onpuo)d

/.. pl— /T

uolreziiodeA pue uonewIgns |DONd UO SaIpnis [eluswiiadxe 19Npuo)

100 [y nD [end[znd[11nO [ rnd[end[znd[ 100

y 0O [ 00 [zn0 [ THO

866T

L66T

9661

aweN sel

solwreuApowlay L



96/0£/6 - 3INPayds payepdn

Bt ewuns

‘ aUOISAIN

S5V

I Sso.601d

[ Arewiwing aujaseg ‘ aUOIS[IN auljeseg N oy eseq [—— 11
i ‘ Buisal aAnoeoiped uo odal anss|
vzt . owm\oa Bunsal aAnoeoIpE. JO S} INSal JUsWNI0gd
€2/0T I c/e 91sem aAnoeolped Buisn Bunsal sxejdwo)
L2/2 I 0€/9 x0gano|b ui Juswdinba jo uoirejeisul alg|dwod

[ S|eLIdYeW SAIIOB0IPEI—UOIIRIISUOWSP pue uolre|felsul Juswdinb3
mwmk ‘ Bunsal aAnoeoipeluou uo 1odal anss|
qe/L - 0€/9 Bunsal aAnoeOIpRIUOU JO S} NS JUBWNI0Q
12/9 I et sadA) a1seMm pa1da|as A0) WASAS Jo Juswdolanap a181dwo)
Tect T/8

0¢/6

ot/t I £2/6

[

sadA) a1sem palda|as 1oy uole|nwiioy sselb Jo Juswdolanap a181dwo)

S|elIa1eW dAI119R0IpRIUOU 10} WaSAS adA10104d Jo Ajquiasse alejdwo)

—_—

juawdinba aunsoud

s|ellalew aAlldeOIpRIUOU—UOITRSUOWap Juawdinbg

R

(Aj1e10enb) 1uswdinba uoneIILLIIA [RLIISNPUI JO UOIIBN|RAS UO 110dal anss|

U, — 1

juswdinba uoI1IeILILIA [eLIISNPUL 81BN|BAT

s B suw

sjurelIsuod yuawdinba ysigels3y

1y o

WiI0J 8)SeM [eul) 104 suolledly19ads aouewloyiad ysijgeis3

T/t — ST/

uoneaisuowsap 1oy (s)weans aysem ajeridosdde Aynuap|

[

uonenjeas pue buluueld

end [znd [ 10D

7O [0 [znd [ 14D

y 0O [0 [znd [ 118D

7nO [end [zad [ T4d

666T

8661

1667

9661

UONRILLINA

aweN sel



This report has been reproduced directly from the
best available copy.

It is available to DOE and DOE contractors from the
Office of Scientific and Technical Information,

P.O. Box 62,

Oak Ridge, TN 37831.

Prices are available from

(615) 576-8401.

It is available to the public from the
National Technical Information Service,
US Department of Commerce,

5285 Port Royal Rd.

Springfield, VA 22616.



| os Alamos

NATIONAL LABORATORY

Los Alamos, New Mexico 87545



	CONTENTS
	List of Figures
	Fig. 1. Work breakdown structure (WBS).
	Fig. 2 Results of lumb corrections applied to plutonium residues in small cans.
	Fig. 3. Observed line shapes for inert gas mixtures in a spherical resonator.
	Fig. 4. Observed line shapes for inert mixtures in a spherical resonator.
	Fig. 5. Design of advanced cylindrical cavity.
	Fig. 6. Acoustic spectrum of a 1.5_in._high cylindrical cavity covered with sand as shown in Fig. 5.
	Fig. 7. Luminescence behavior of the uranyl nitrate_resin system in 8M nitric acid.
	Fig. 8. Low_wave_number Raman shift window for the artificially aged (4 weeks at 50oC) and control sample of Dowex_11.
	Fig. 9. Plutonium XANES spectra for the aquo (III) (IV), (V), and (VI) species.
	Fig. 10. Orientation imaging microscopy (OIM) data etc. ........
	Fig. 11. Variations of the diffusion depth as a function of temperature and phase.

	List of Tables
	Table 1. Summary of Magnetic Separation Tests on Sand, Slag, and Crucible
	Table 2. Experimental Data for 30% H2O2
	Table 3. Leachability tests
	Table 4. Gas Pressures in psi for Five Compositions that Yield the Same Speed of Sound in the Gas
	Table 5. Gas Resonances Predicted by the Equation ane Observed Resonance Intensity
	Table 6. XANES Data for Plutonium Complexes
	Table 7. Variations of Diffusion Coefficient (D) with phase of the Metal
	Table 8. Composition of Simulated RFETS Ash
	Table 9. Key Additives for Borosilicate Glass Formulation
	Table 10. soda_Lime_Silicate Glass Formulation
	Table 11. Experimental Conditions for Ash Vitrification
	11a. Carbon Removal by Slow_Temperature Ramp
	11b. Carbon Removal by Calcination


	ABSTRACT 
	EXECUTIVE SUMMARY 
	Sand, Slag, and Crucible Stabilization: High Gradient Magnetic Separation
	Pyrochemical Salts: Salt Oxidation
	Pyrochemical Salts: Salt Distillation
	Pyrochemical Salts: Measurement of Moisture in Pyrochemical Salts
	Combustibles: Pyrolysis  Polycubes
	Combustibles: Chemical Oxidation
	Combustibles: Cryogenic Size Reduction
	Combustibles: Washing
	Combustibles: Hydrothermal Oxidation
	Combustibles: Mediated Electrochemical Oxidation
	Combustibles: Nitric Acid Phosphoric Acid Oxidation of Contaminated Organics
	General: Modular Systems
	Electrolytic Decontamination Transfer System
	Surveillance: Digital Radiography
	Surveillance: Tomography
	Surveillance: Pressure Sensitive Devices (David R. Horrell)
	Surveillance: Pressure Sensitive Devices (Savannah River Site)
	Surveillance: Metal, Oxide, Residue Shelf Life Program
	Surveillance: Raman Spectroscopy
	Surveillance: Acoustic Resonance Spectroscopy
	Core Technology: Actinide Solution Chemistry (John M. Berg)
	Core Technology: Actinide Solution Chemistry (Savannah River Site)
	Core Technology: Chemical and Physical Interactions of Actinides with Surfaces
	Core Technology: Changes in the Chemical State of Plutonium
	Core Technology: Actinide Organic Interactions
	Core Technology: Corrosion
	Core Technology: Plutonium Diffusion Science
	Core Technology: Nondestructive Assay
	Core Technology: Separations__Polymer Filtration
	Core Technology: Separations__Polymer Foams
	Core Technology: Materials Science__Thermodynamics
	Core Technology: Materials Science__Vitrification
	Core Technology: Materials Science__Vitrification of Rocky Flats Incinerator Ash
	APPENDIX: Detailed Work Schedules

